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Addendum 3

RFQ2025-006-2 Phase 2 Construction of Village Hall/Public Safety Complex & Miami-
Dade Fire Station No. 27 Questions

Submission Deadline: July 27, 2026 @ 9:00AM
Questions & Answers:

Note to proposers: Questions 37, 43, 97, 153, and 220 will be answered with the
next Q&A round 2.

Question:
1. Sheet A-103 calls for Tag A325 — "full-height aluminum picket fence on top a low
wall “between grid lines N & M on Level 3 of the garage. However, Section 1/A-
350 appears to depict a chain-link fence condition at this location rather than an
aluminum picket fence assembly. Please confirm the intended fence type
required in this area.

Answer: On Sheet A-103, between Grid Lines N and M at Level 3, the designated
enclosure for this area is a chain-link fence.

Question:
2. The door schedule on sheet A-810 and the door hardware specifications
(087100) do not include the hardware set information. Please provide the
hardware set information for each opening.

Answer: Contractor to include an alternate of $580,000 for material only.
Janitor/housekeep/laundry doors must have self-closers if pursuing H1.6.

Question:
3. Survey Sheets 001, 002, and 003 are missing from the set of documents. Please
provide these sheets.

Answer: Survey attached.

Question:

4. Sheet G-101 provides NOA 21-0708.13 for EIFS System STO THERM CI LM.
However, an EIFS specification section does not appear to be included within the
project manual, and the building elevations appear to indicate conventional
cementitious stucco assemblies throughout the project. Please confirm whether
the EIFS system is required for this project and identify the applicable locations, if
any.
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Answer: The EIFS system scope of work has been removed.

Question:
5. Sheet G-101 provides NOA 10-09202.06 for the storefront system. However, this
NOA is expired as of 2015. Please provide an updated NOA for this system.
Answer: Refer to revised FL13433.1 — R-15

Question:

6. Detail 5/A-811 shows a storefront condition utilizing synthetic stucco finish over
EPS insulation. This detail appears to be referenced at the exterior portion of the
upper parapet conditions on Sheet A-702; however, the associated elevations
appear to indicate conventional stucco construction over concrete rather than
synthetic stucco over EPS. Please clarify whether the EIFS/synthetic stucco
assembly shown in Detail 5/A-811 is required and identify the applicable
locations, if any.

Answer: Detail 5/A-811 will be removed from the set. The revised sheet will be
submitted in the subsequent revision.

Question:
7. Sheet A-900 shows three fagade options. To ensure consistent bidding between
proposers, please confirm which fagade option is to be included in the Base Bid
and confirm that pricing for alternate “options” is not required.

Answer: Sheet A-900 will be voided from the set.

Question:
8. Please provide specifications for the perforated metal panel and fin system
shown on Sheet A-900.

Answer: Refer to response #7.

Question:

9. Please provide additional details for the perforated metal panel and fin system
shown on Sheet A-900. The intended design and scope are unclear, as the sheet
does not appear to include descriptions, material information, or corresponding
legends/details for the system.

Answer: Refer to response #7.

Question:
10.Spec Section 089000, 2.6, A, 1 mentions Architectural Screens but the product,
spacing, and depth information is listed as TBD. Please provide a completed
specification for this product.
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Answer: Architectural screens are located on the roof around the mechanical
equipment. Refer to revised spec section 089000 for basis-of-design
product/manufacturer. Contractor to submit engineered shop drawings and calculations
for all screen enclosures, including sub-structure and attachment to main building
structure.

Question:
11.Spec Section 089000, 2.8. B & C provides Option #1 and Option #2. Please
confirm which option should be priced for the bid.

Answer: Follow option #1.

Question:
12.Sheet A-401 calls out the porcelain tile at elevators 3 and 4 as "Style TBD".
Please provide manufacturer and product or indicate a material allowance for the
bid.

Answer: Updated, see sheet A-401.

Question:
13.Sheet ID-100 Fire Department floor type SP-1 says "curb style: TBD". Please
provide the missing information.

Answer: Updated finish.
Question:
14.Sheet ID-100 Fire Department floor type RT-1 says "remarks: installation: TBD".
Please provide the missing information.
Answer: Remarks removed.
Question:
15.Sheet ID-100 Fire Department floor type FQ-1 says "color: TBD". Please provide

the missing information.

Answer: Color was added and location was updated. A list of approved contractors from
Manufacture will be provided.

Question:
16.Sheet ID-100 Fire Department wall panel type "WP-1" says "color: TBD" and
"thickness TBD". Please provide the missing information.

Answer: Color and thickness updated.

Question:
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17.Sheet ID-100 Fire Department laminate type "SS-1" says "Location: TBD".
Please indicate the locations required for this product.

Answer: SS-1 Not used at Fire Department and was removed from finish legend.

Question:
18.1f the GC is responsible to furnish and install any of the furniture shown on
Sheets ID-200 and ID-204, please provide a complete furniture schedule.

Answer: General note #5 was added stating all furniture shown will be owner furnished
and owner installed (OFOlI).

Question:
19.Please provide a responsibility matrix identifying all Owner-Furnished/Owner-
Installed (OFOI), Owner-Furnished/Contractor-Installed (OFCI), and Contractor-
Furnished/Contractor-Installed (CFCI) furniture, fixtures, and equipment.

Answer: General note #5 was added stating all furniture shown will be owner furnished
and owner installed (OFOI). Equipment schedule on sheet series A-300 have been
updated.

Please share the matrix with us to understand from whom FGBC key items will be
coming from (i.e. walk off mats, signage)

Question:
20.Sheet ID-200 note #3 mentions relocated office furniture. Please confirm that any
furniture to be relocated is the responsibility of the Owner. If the GC is
responsible for this, please provide a full schedule of the items we are required to
relocate.

Answer: Note #3 was updated. Owner is responsible for the relocation of all existing
furniture.

Question:
21.Sheet ID-300 Note #2 states “equipment schedule by owner to be installed by
owner or contractor.” The equipment schedule includes a “provided by”
designation but does not include an “installed by” designation. Please clarify
which items are to be installed by the Owner and which items are to be installed
by the Contractor.

Answer: Note #2 was removed. Equipment schedule was updated to include an
“installed by” designation.

Question:
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22.Sheet ID-300 note #1 states that existing electrical equipment and appliances to
be installed by contractor, "with some exceptions to be reviewed with owner".
Please clarify whether there are any exceptions.

Answer: Note #1 was removed.

Question:
23.Sheet ID-300 note #3 calls for small lockers in a quantity "TBD". What is the
quantity for the bid?

Answer: Note #3 quantities were updated; Keynote ID10 was updated to include
additional information.

Question:
24.Sheet ID-300 Note #3 refers to interior elevation sheet A-503/12 for the proposed
PD505 evidence locker plan. However, Detail 12/A-503 appears to show the west
elevation of the Lobby rather than an evidence locker room. Please confirm
whether this reference is intended to refer to Detail 13/A-503 showing the PD605
evidence locker plan or provide the correct reference/detail.

Answer: Confirmed, the correct detail # is 13/A-503; Elevation was updated.

Question:
25.Please provide manufacturer and model information for the refrigerated lockers,
small lockers, long gun lockers, and large lockers indicated on Sheet ID-300,
Note #3, and confirm whether these items are to be provided and installed by the
Contractor.

Answer: Note #3 was updated to include location. Manufacture & Style information
provided in Sheet ID-304 Equipment Schedule.

Question:
26.Sheet ID-100 Village Hall and Police Department floor type #TER-1 says contact:
TBD. Please provide the contact for this.
Answer: Contact added to sheet ID-100.
Question:
27.Sheet ID-100 Village Hall and Police Department wall panel type #WP-2 says
"remarks: TBD". Please clarify whether there are any intended remarks.

Answer: “Remarks” updated.

Question:
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28.Please confirm that we are not responsible to include pricing for ART-1 and ALT-2
shown on ID-100. Section 2.2 of the RFP regarding art in public places states
that "The Contractor shall only be responsible for coordinating and and
supervising the work during construction, as well as making sure any works are
installed according to the Florida Building Code, if applicable."

Answer: Contractor is responsible for providing pricing for ALT-2, which is a finish that
will be used in lieu of AIPP (Art in Public Places).

Question:
29.Sheet ID-100 Village Hall and Police Department flooring type #CIC-1 indicates
"color pigment: TBD". Please provide this information to ensure accurate and
consistent bids.

Answer: Color to be selected during submittal from manufacture's standard color
selection.

Question:
30.Sheet ID-100 Village Hall and Police Department specialty type CG-2 indicates"
color: TBD. Please provide this information to ensure accurate and consistent
bids.

Answer: Color was updated on sheet ID-100. Finish tags were added to enlarged sheet
A-108.

Question:
31.Sheet ID-100 Village Hall and Police Department wall base type WB-4 says
"remarks: TBD". Please clarify whether there are any intended remarks.
Answer: “Remarks” was removed.
Question:
32.Sheet ID-100 Village Hall and Police Department specialty type MR-1 says color
and size TBD. Please provide this information to ensure accurate and consistent
bids.
Answer: Updated on sheet ID-100.
Question:
33.Sheet ID-100 identifies various finish alternates. Will a section be included for
these on the bid form?

Answer: No. Alternates may be considered at a later date as a CO.

Question:
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34.Sheet ID-100 Finish alternate #ALT-2 says contact: tbd. Please provide the
intended contact for this scope of work.

Answer: Company name and contact has been added, see sheet ID-100 #ALT-2.

Question:
35.Sheet ID-300 tag BG Gear Grid lockers says model number TBD. Please provide
complete information for this item.

Answer: No model # provided by manufacturer; the product is a standard wall mount
locker.

Question:
36.Sheet ID-300 tag BR Bike Rack says model number TBD. Please provide
complete information for this item.

Answer: Provide seven (7) stainless-steel, in-ground “U” bike racks with grout covers,
Model No. U238-1G-S by Belson Outdoors, to accommodate a total of 14 bicycles.
Install and space the bike racks in accordance with the manufacturer’s recommendations.

Question:
37.Sheet ID-300 tag MH Geargrid hose and cylinder system says model number
TBD. Please provide complete information for this item.
Answer: (MDFD)
Question:
38.Sheet ID-300 tag RB recycling container says manufacturer and model TBD.
Please provide complete information for this item.
Answer: Refer to revised schedule.
Question:
39.Sheet ID-300 tag RH robe hook "provided by" section is blank. Please confirm
that this item will be provided and installed by contractor.
Answer: Confirmed.
Question:
40.Sheet ID-301 tag WF is missing manufacturer and model information. Please
provide this.

Answer: ID-301 tag WF is owner provided and installed

Question:
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41.Sheet ID-301 tag K is missing manufacturer and model information. Please
provide this.

Answer: ID-301 tag K is owner provided and installed
Question:
42.Sheet ID-304 tag AC is missing manufacturer and model information. Please
provide this.
Answer: This item will be owner supplied and owner installed.
Question:
43.Sheet ID-304 tag LG and LA, gun and ammunition lockers are called out as
"match existing". Can you please provide the manufacturer and model
information for the existing lockers.

Answer: (NBV — Police Department)

Question:
44.Sheet ID-304 tag LC-2 is missing the model number. Please provide this.

Answer: Model number not available from manufacture; style was included instead.
Question:
45.Sheet ID-304 tag LC-1 says manufacturer and model information is TBD but also
refers to spec 105113. Please confirm that "Penco All-Welded Defiant II",
12x18x72 lockers listed in 105113 is the intended spec.

Answer: Confirmed. Manufacturer and model information updated on schedule.
LC-3 was added to the schedule and floor plan on sheet ID-304.

Question:
46.0n Sheet ID-304, tags GB24, GB48, RH, and SR "provided by" is blank. Please
confirm that all of these are provided by the contractor.
Answer: Confirmed.
Question:
47.Sheet ID-304 tag REFM is missing manufacturer and model information. Please
provide this.

Answer: Schedule has been updated with missing information for tag REFM.

Question:
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48.Sheet ID-304 tags TV-32, TV-42, TV-48, TV-65, TV-80 are all missing
manufacturer and model information. Please provide this.

Answer: Manufacturer and model information are included. Refer to revised schedule.

Question:
49.The level 5 finish plan is missing from ID series 100 sheets. Please provide this
sheet.

Answer: New sheet A-104A (LEVEL 5 — FINISH PLAN) was added.

Question:
50.Sheet ID-300 tag SD is missing description, manufacturer, and model #. Please
provide this information.

Answer: Soap Dish (SD) was removed from Equipment Schedule and added to
Bathroom Accessories Schedule (tag SDI) on sheets A-402 — A-408.

Question:
51.Sheet ID-300 tag SR is missing description and model #. Please provide this
information.

Answer: Shower Rod (SR) was removed from Equipment Schedule and added to
Bathroom Accessories Schedule on sheets A-402 — A-408.

Question:
52.The work room connected to the apparatus bay appears to include a standard
residential washer and dryer. For a facility of this type, we would typically expect
a commercial-rated bunker gear extractor/washer and gear dryer system to be
included. If required, please provide manufacturer/model information and clarify
whether these items are Owner-Furnished and/or Contractor-Installed.

Answer: Contractor to proceed with washer and dryer type as currently included in the
schedule. This will be Contractor-Furnished/ Contractor-Installed (CFCI).

Question:
53.0n Sheet A-201, various rooms are shown with the hatch pattern corresponding
to ceiling type CL-6; however, the room tags identify these spaces as ceiling type
CL-4. Please confirm which ceiling type is required for these rooms.
Answer: Use CL-6 ceiling type.

Question:
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54.Sheet ID-100 identifies ceiling types SCT-1 and TZ-1 with the location noted as
“Level 5 Chambers.” However, there is not a Chambers room shown on Level 5.
Please confirm where ceiling types SCT-1 and TZ-1 are intended to be installed.

Answer: Location was updated to Level 6 Chambers.

Question:
55.Sheet ID-100 identifies ACT-2 ceiling tile sizes as 24" x 48", 12" x 48", and 6" x
48". However, the A-200 Series ceiling legend identifies ACT-2 as 24" x 48" and
6" x 48" only. Please confirm the intended tile sizes for ACT-2.

Answer: ACT-2 in Ceiling Material Legend on Sheet A-206 was updated to include tile
size 12"x48”.

Question:
56.0n Sheet A-201, the hatching for the apparatus bay corresponds to ceiling type
CL-8 "open to underside of structural concrete slab painted". However, the room
is tagged XPT-3, which is a painted stucco finish. Please confirm the intended
finish at the apparatus bay ceiling.

Answer: Painted exposed concrete structure; no stucco.

Question:
57.Sheet ID-100 identifies ceiling type CL-9 at Room FS200 (FS & PD Exercise
Room), while Sheet A-202 appears to indicate an exposed painted ceiling
condition. Please confirm the intended ceiling assembly for this room and
whether exposed spray foam insulation is intended to remain visible.

Answer: Confirmed.

Question:

58. If exposed spray foam insulation is intended to remain exposed at the ceiling in
Room FS200, please confirm the required coating/paint system. Is finish tag P-
2A (Sherwin Williams ProMar 200) intended to be applied directly to the exposed
spray foam insulation?

Answer: Refer to revised open cell product on sheet A-131 —standard white color.

Question:
59.The Vibration & Sound Attenuation Diagram Key on Sheet A-131 identifies
shaded areas required to achieve minimum ratings of 74 and 84 and references
vibration isolation requirements for suspended utilities. However, the drawings
and specifications do not appear to identify the required floor/ceiling assemblies,
acoustic underlayment systems, or tested assembly requirements necessary to
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achieve these ratings. Please provide the intended acoustic
assemblies/specifications.

Answer: The ratings indicated on Sheet A-131 establish the minimum required acoustic
performance criteria for the designated areas. The contractor shall provide complete
floor/ceiling and acoustic underlayment assemblies capable of achieving the specified
ratings, including vibration isolation for suspended utilities. Submit tested assembly
data, product information, and supporting documentation demonstrating compliance
with the required ratings for the Architect’s review prior to installation.

Question:

60. The Vibration & Sound Attenuation Diagram Key on Sheet A-131 identifies
shaded areas required to achieve minimum “ICC” ratings. Please confirm
whether this is intended to refer to 1IC (Impact Insulation Class) ratings or
another acoustic performance criterion.

Answer: The reference to “ICC” on Sheet A-131 is a typographical error and shall be
revised to “lIC,” meaning Impact Insulation Class. The indicated values establish the
minimum required IIC ratings for the designated floor/ceiling assemblies.

Question:
61.Specification 095123, 2.1, B references Armstrong Woodworks vector panels
which are not shown on the plans. Is this ceiling type intended to be used?

Answer: See revised spec. Section 095123. Woodworks deleted from spec.

Question:

62. Specification Section 096220, Paragraph 1.2.A references rubber flooring at
Rooms 261A, 261B, and 261C. However, these room numbers do not appear
within the current drawing set, and rubber athletic flooring appears to be shown
only at Room FS200. Please confirm the intended locations for the rubber
flooring scope.

Answer: Refer to Plans. Rooms 261A, 261B, 261C have been removed from the
project. See revised spec. Section 096220. Location revised to FS200

Question:

63. Specification Section 096220, Paragraph 2.1 identifies the rubber athletic flooring
tile size as 25" x 25", while Sheet ID-100, finish tag F RT-1, identifies the tile size
as 24" x 24". Please confirm the required rubber athletic flooring tile size for the
project.

Answer: Confirmed size is 24’x24”. See revised spec. Section 096220.

Question:



A2

64. Specification Section 096519 references 18" x 18" and 6"x18" resilient tile
flooring; however, this flooring type does not appear to be identified within the
drawing set. Please confirm whether this flooring system is required for the
project and identify the applicable locations, if any.

Answer: See revised spec. section 096519. Sizes revised.

Question:
65.Per Section 3.20.6 the successful proposer will be responsible for providing the
Builder’s Risk property Insurance coverage for the Project. Please provide the
desired windstorm deductible % for this policy and advise as to who will be
responsible for payment of the deductible should there be a windstorm claim

Answer: Deductible amount shall be no more than 5% of the total insured value, and the
successful proposer/contractor shall be responsible for payment of the deductible.

Question:

66. Specification Section 096816 provides requirements for sheet carpeting;
however, the finish schedule appears to identify CPT-1 as carpet tile, and a
carpet tile specification does not appear to be included within the project manual.
Please provide the appropriate carpet tile specification section and confirm that
sheet carpeting is not required for the project.

Answer: Sheet carpeting is not required; spec section 096816 was removed. Spec
section 096813 for carpet tile shall be included.

All carpet and carpet products shall meet the Carpet & Rug Institute Green Label Plus
Certification Program.

Question:
67.Specification Section 097200 provides requirements for wall coverings; however,
wall coverings do not appear to be identified within the interior finish schedule or
drawings. Please confirm whether any wall coverings are required for the project
and identify the applicable locations, if any.

Answer: No Wall covering used. Spec. section 097200 deleted

Question:
68. Detail 10/ID-400 shows a wood base; however, wood base does not appear to be
included in the finish schedule on Sheet ID-100. Please confirm whether wood
base is required for the project and identify the applicable locations, if required.

Answer: Detail #10 was deleted from sheet ID-400.
Recommend all composite wood and agrifiber products that are ultra-low emitting

formaldehyde (ULEF) or are no added urea formaldehyde (NAUF).
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Question:

69. The restrooms at PD612 and PD630 appear to be designed as individual
enclosed toilet rooms with full-height wall and door assemblies; however, toilet
partitions are also shown between the water closets. Specification Section
102113 identifies these as Scranton Products 55" high toilet partitions. Please
confirm whether the intent is to provide a 55" high partition panel between each
water closet within these rooms.

Answer: Confirmed. Strobe light will be included on Restrooms PD612 and
PD630 Refer to Sheet B-106

Question:

70. Specification Section 102800 identifies restroom mirrors as 24" x 36"; however,
the mirrors scale approximately 24" x 30" in some restrooms. Only one mirror tag
(“MR”) appears to be provided for both conditions. Please confirm whether all
restroom mirrors are intended to be provided as 24" x 36".

Answer: Confirmed size is 24” x 36”.

Question:
71.Sheet ID-304 shows tag “BC” at the Squad Room and CE Shared Office;
however, this tag does not appear to be included within the equipment/furniture
schedule. Please provide the manufacturer and model information for tag “BC”
and clarify whether these items are Owner- or Contractor-furnished and Owner-
or Contractor-installed.

Answer: BC (Body Worn Camera) was added to the equipment schedule.

Question:
72.Specification 105050 calls for 24"x20"x74-1/2" Gear Grid Lockers, while Sheet
ID-300 tag BG calls for 20"x20"x72". Please confirm the required Gear Grid
locker size for the project.

Answer: The confirmed size is 20”x20”x72” high. Spec section will be updated.

Question:
73. Specification 102800 calls for Bobrick B-6806 series grab bars, while ID-300 calls
for Bobrick B-5806 Series. Can you please confirm which grab bars are
required?

Answer: Confirmed to be Bobrick B-6806 series grab bars. Tags removed from ID-300
schedule and added to the new Bathroom Accessories schedule on sheet ID-400
series.
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Question:
74.Specification 102800 calls for Bobrick B-2116 clothes hook, while ID-300 calls for
Bobrick B-9542. Can you please confirm which hooks are required?

Answer: Spec section was updated to include Bobrick B-6717. Update also reflected on
Bathroom Accessories schedule in sheet series A-400.

Question:

75. Specification Section 122413 references motor-operated window shades;
however, Sheet ID-100, tag RS-1, appears to identify manual roller shades at
exterior storefronts and interior windows. Please confirm whether motor-operated
window shades are required for this project.

Answer: Motorized shades (RS-2) are required at the 15! floor lobby and as an
alternative (ALT-7) at Chambers. Manual shades (RS-1) are required at all other offices
and ancillary spaces for all levels.

Question:
76. If motor-operated shades are not required, please provide the applicable
specification section for the manual roller shades. Sheet ID-100, tag RS-1,
currently references Specification Section 122413.

Answer: Updated.

Question:
77.0n Sheet A-211, the Level 5 balcony includes section references to Section Cuts
2 and 3 on Sheet SK-10. Sheet SK-10 does not appear to be included within the
drawing set. Please provide the referenced sections.

Answer: Reference Section Provide. See Detail 3 on Sheet A742

Question:
78.The reflected ceiling plans identify all garage ceilings as blank hatching (ceiling
type CL- 8), “painted structural concrete slab.” Please confirm that the intent is to
paint all exposed garage ceiling slabs/structure throughout the garage levels.

Answer: Painted exposed concrete structure; no stucco.
Question:

79.Please confirm that the Contractor shall be responsible for hiring and payment for
the Independent Commissioning Agent per the Notes on Dwg G-1087?
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Answer: The Owner will be responsible for retaining the independent Commissioning
Agent, not the contractor. The note has been revised accordingly. Energy Cost Solutions
Group (ECSG) has been retained as the sustainability consultant and Commissioning
Agent. Nabil Maroun of ECSG will serve as the point of contact responsible for
performing the FGBC Fundamental Commissioning scope.

Question:
80.The finish schedule on Sheet ID-100 calls for LVT-1 and CPT-1 for Coffee Alcove
642; however, the finish plan on Sheet ID-105 shows only LVT-1. Is CPT-1
required for this room?

Answer: CPT-1 is not required at Coffee Alcove 642. The finish schedule has been
updated.

Question:

81.Please clarify whether oral presentations will be required as part of the Step |l
evaluation process, as Section 1.2 — Schedule of Events indicates that
“Presentations by Proposers” are listed as N/A; however, Section 1.5 —
Evaluation Criteria allocates 25% of the total score to Oral Presentations. If
presentations are required, please clarify whether all five firms invited to Step II,
assuming they are deemed responsive, responsible, and meet the minimum
qualifications, will be invited to participate in the oral presentations, or whether
the number of firms will be further reduced prior to the presentation stage.

Answer: Oral presentations will be required. Each proposer will be given 30 minutes to
present and then the evaluators will be given 15 minutes for any questions they may
have. The Proposer with the highest overall score will be presented to Commission as
Staff’s recommendation to award. Commission reserves the right to follow Staff’s
recommendation, or elect to award to another Proposer.

Question:
82.Please clarify the wall finish for RR 103. The finish schedule on Sheet ID-100
calls for PT- 4; however, the Elevations on Sheet A-402 show PT-1.

Answer: Elevation on sheet A-402 is correct with both P-1 & PT-1; finish schedule was
updated.

Question:
83.Please provide the restroom elevation for RR 110, as it appears to be missing
from the drawing set.

Answer: Please refer to the elevation for Lobby RR 103. The layout for RR 110 is
identical but mirrored, with the exception of the urinal and baby changing station, which
are to be omitted in this location.
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Question:
84.F WB-5 is noted at various rooms on the finish schedule on Sheet ID-100, for
example at FS200.1; however, this wall base type is not included on the finish
schedule. Please provide the information for this wall base F WB-5.

Answer: Wall base F WB-1 will be used in lieu of F WB-5.

Question:
85.Dwg L-101 indicates multiple existing trees are to be relocation do an unidentified
location offsite. Will the City be responsible for the maintenance and temporary
irrigation requirements for these trees after they are relocated by the Contractor?

Answer: Per specification section 329600 1.7 & 1.8 the contractor who does the
relocation will water and maintain it for 90 days.

Question:
86.Dwg L-200 indicates that the existing landscape lighting at existing trees 913 &
927 is to be relocated with the trees, however there is no landscape lighting
shown on Dwg E-101 for these locations. Please provide the required electrical
information concerning fixture type, fixture quantity, power requirements &
circuiting needed for the relocated landscape lighting.

Answer: Curtis + Rogers does not have any as-built information for this lighting. It was
installed by the Village and is installed on the other side of the Causeway as well. The
intent is to keep that lighting symmetrical. We do not provide services for electrical
lighting. If new lighting will be required, that will have to go through electrical.

Question:
87.Are the Emergency Generators to be 500KW per Dwg E-404 or 5,000KW per
Dwg E-5017?

Answer: Correct, generators are 500KW.

Question:
88.Dwgs C-07 and P-301 show natural gas service for the building coming from
existing service at/near the north property line along West Ave. However there is
no indication on the plans provided that there is an existing gas service along
West Ave. Please confirm that an existing gas main exists at this location.

Answer: A SUE survey was conducted on 06/05/2024 showing a 2” metal gas service
line running NW/SW along the north property line along West Ave. The survey CAD
linework for the gas utility cuts off just before the proposed 3” water service connections

Question:
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89.What is the location and purpose of the underground tank shown on Dwg S-
101A?

Answer: (DDA STRUCTURAL) This is an oil separator located close to grid line 1
between grids A and B (see sheet S-101).

Question:
90. Please confirm that the Commissioning Agent will engaged by the Owner as per
Spec Section 015995.1.3.A

Answer: Refer to response #79.

Question:
91.Is the Fire Protection Pump referenced in Spec Section 015000.3.2.C referring to
a temporary pump during construction, or a permanent pump installed withing the
building? If temporary, are there any back-up power requirements for the pump?

Answer: Permanent pump, refer to fire pump schedule on sheet FP101.

Question:
92.Please elaborate what specific Quality Control Testing is to be the Owner’s
responsibility vs. what is the Contractor’s responsibility as noted in Spec Section
014000.1.6.A&B?

Answer: Contractor responsibility, refer to Div.02 thru Division 34 for testing
requirements and note #9 of the Florida Administrative Code Chapter notes on sheet
FP101.

Question:
93.Please provide a copy of the list of Owner project requirements related to each of
the FGBC categories of the commercial standard indicating minimum goals for
each FGBC category and any specific credits the Owner wishes to target.in
accordance with Specification Section 018113.1.7.B.

Answer: Refer to response #79. Please see the attached draft OPR.
Question:
94.Please confirm whether the GMP scoring formula will be based solely on total
GMP value or whether allowances, alternates, contingencies, escalation
assumptions, or exclusions will also be evaluated qualitatively.

Answer: GMP scoring formula will be based solely on total GMP value.

Question:
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95.Please identify any owner-directed allowances that should be included within the
GMP, including but not limited to:

sutility connection fees

testing and inspections

sowner contingency

furniture/AV/security systems

«art in public places coordination

*permit fees

Answer: Allowances and Owner’s contingency shall not be calculated in the GMP.

Question:
96. Section 3.17 states the contractor shall obtain permits and pay all fees. Please
confirm whether permit fees, utility fees, impact fees, and Miami-Dade review
fees are to be included within the GMP.

Answer: Not included.

Question:
97.Please confirm whether liquidated damages will apply and, if so, identify the
proposed daily rate and milestone structure, as none were identified in the RFP
excerpts provided.

Answer: (NBV PW)

Question:
98.Please clarify whether MOT plans and roadway/sidewalk closures along 79th
Street Causeway will require separate agency approvals.

Answer: NW 79t Street Causeway is an FDOT road, and approval for the necessary
roadway/sidewalk closure has already been acquired through the FDOT Access Permit
2024-A-691-00047

Question:
99.Please confirm the anticipated design completion level of the permit documents
and whether the Village expects the contractor to identify and carry unresolved
design scope gaps within the GMP.

Answer: The bid set is based on the approved permit drawings. The Contractor shall
carry the scope as indicated in the approved permit documents, Bid RFI responses, and
construction documents. Allowances shall be included only where specifically identified
in the Bid RFI responses and/or construction documents.

Question:
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100. Section 2.3 references LEED Silver / sustainability requirements. Please
clarify:
*whether formal certification is required
*which entity will administer certification
*whether certification fees are owner-paid or contractor-paid
*whether certification achievement is mandatory or aspirational

Answer:
1) FGBC Gold is being pursued in lieu of LEED Silver. Formal Certification is
required.

2) Energy Cost Solutions Group (ECSG) is onboard as sustainability consultant and
commissioning agent. ECSG coordinates with ownership, design and construction
team to compile documentation, develop application and facilitate review and
certification.

3) ECSG to invoice owner for FGBC fees.

4) FGBC Gold certification is required.

Question:
101. Please clarify the specific sea level rise and resilience criteria to be

incorporated into construction and whether additional floodproofing requirements
apply beyond the permit documents.

Answer: Follow requirements as indicated on the construction documents.

Question:
102. Please clarify whether contractor contingency within the GMP is permitted

and, if so, how unused contingency funds will be handled.

Answer: Contingency is not included in the GMP. Unused contingency funds remain
with the Village.

Question:

103. Elevation 7 on Sheet A-407 shows a sanitary napkin disposal unit (SNDU)
on the wall of the men's locker room. Assuming this is not the intended
fixture/accessory, could you please confirm what is supposed to be shown in this
location?

Answer: Confirmed; Napkin Disposal (SNDU) was removed. A Napkin Dispenser (PTD)
was added to vanity wall between mirrors.
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Question:

104. Specification 102800 provides both surface-mounted and recessed
options for certain accessories, including toilet paper dispensers and paper towel
dispensers. Could you please confirm which type is intended to be provided for
this project?

Answer: All accessories to be surface-mounted.

Question:
105. Please provide manufacturer and model information for the baby changing
stations.

Answer: Refer to revised specifications.

Question:
106. Are robe hooks required for this project? They are identified on the
equipment schedule as Tag “RH”; however, this tag does not appear to be used
anywhere within the drawings.

Answer: Confirmed, robe hooks are required in bathrooms with showers. Some tags
were missing, but the elevations clearly identify tagging, location, and installation
dimensions. Model number has been updated and is reflected on the Bathroom
Accessories schedule and spec section 102800.

Question:

107. ID-100 calls for VP-1 wall finish at Rooms 100 and 100.1; however, this
finish type is not shown on the elevations on Sheet A-500. If this finish type is
required, please provide the intended areas of application and product
specifications.

Answer: Tag VP-1 is not called out in ID-100 or elevation sheet A-500. Please clarify if
you are referring to WP-1, which is called out in both sheets and clearly identified.

Question:

108. Specification 089000- Louvers & Screens references C/S as the basis of
design for the rooftop equipment screens; however, based on manufacturer
feedback, typical screen systems are designed for approximately 25 PSF and are
not impact rated. Please confirm the required wind design pressures and impact-
rating requirements for the rooftop equipment screens, including whether Level
“D” or Level “E” impact classification is required for this Risk Category IV project.

Answer: The structural plans will be updated to include the screen design pressures.
The Architect shall confirm the required impact rating level for the screen system.

Question:
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109. Please confirm that all Art in Public Places (AIPP) scope is excluded from
the Contractor’s scope and shall be by Owner, including but not limited to the flex
fagade / architectural mesh system, all associated structural framing, subframing,
attachment/support systems, specialty LED lighting systems, delegated design,
engineering, calculations, shop drawings, fabrication, permitting, furnishing, and
installation.

Answer: Flex Facade scope is not part of the AIPP Scope and should be included in the
GMP.

Question:

110. The Building Envelope Values schedule on Sheet G-101 lists a required
roof insulation R-value of 32.0, while Specification 035216 — Lightweight
Insulating Concrete indicates a minimum roof system assembly R-value of 30.0.
Please confirm the governing roof system assembly R-value requirement to be
used.

Answer: Lightweight insulating concrete shall provide a minimum R-value of R-30, in
accordance with the applicable specification section. The total roof assembly shall
achieve an overall R-value of R-32.

Question:

111. Specification 088000- Glazing lists Viracon VLE1-57 glazing performance
values of U-Value 0.47, Shading Coefficient 0.40, and SHGC 0.35; however, the
Building Envelope Values schedule on Sheet G-101 lists U-Value 0.94, Shading
Coefficient 0.45, and SHGC 0.39 for the same glazing system. Additionally, Sheet
A-820 lists U-Value 0.85, SC = 0.45, and SHGC = 0.39. Please clarify the
required glazing performance criteria to be used.

Answer: Refer to revised values on Sheet G-101

Question:
112. Please provide an interior signage plan identifying the locations for Sign
Types 1-14 referenced on Sheet G-107.

Answer: Answer: Basis of design: 10"x14"x.040” Rust-Free Aluminum Florida No
Smoking Sign in compliance with Fla. Stat. § 386.204 by Safety Sign.

Question:

113. Sheet A-100 Keynote A500 indicates that TVs are by Owner; however,
these items are listed under the “By Contractor” schedule on Sheet ID-304.
Please confirm whether the Contractor is responsible for furnishing and installing
the TVs.
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Answer: Per Sheet ID-300; all TVs tagged “TV-O” & “TVL-O” are Owner-
Furnished/Owner-Installed (OFOIl). Per Sheet ID-304; all TVs tagged “TV-E” & “TVL-E"
are existing to be relocated and installed by contractor.

Question:
114. Please provide manufacturer and model information for the dog wash
station located on the fourth level, as referenced by Keynote A157 on Sheet A-
100 and on Sheet P304.

Answer: Provide one (1) 62-inch stainless-steel pet washing station with ramp, Model
No. K2E01013 by VEVOR.

Question:
115. Please provide manufacturer and model information for the ADA shower
benches/seats.

Answer: Manufacture/ Model number was added to Bathroom Accessories schedule in
sheet A-407 and spec section 102800

Question:
116. Sheet A-100 Keynote A188 references a “No Smoking” sign at Detail 15
on Sheet G-107; however, Detail 15 does not appear to be included on that
sheet. Please provide the missing sign detail.

Answer: Basis of design: 10"x14”x.040” Rust-Free Aluminum Florida No Smoking Sign
in compliance with Fla. Stat. § 386.204 by Safety Sign.

Question:
117. Sheet A-100 Keynote A029 calls out reinforced planters/walls with
references to Landscape and Structural; however, this keynote does not appear
to be used. Sheet ID- 300 also includes a note below Break Room 108
referencing an “upper planter.” Please confirm whether any structural planters
are required within the project scope.

Answer: Note for “upper planter” has been removed. Keynote A029 not in use.
Question:

118. Sheet A-130 shows a cold-fluid applied waterproofing system at three
locations on the second floor that do not appear to correspond with the
architectural floor plans. Please clarify the intent of the waterproofing at these
areas.

Answer: Refer to North Elevation on Sheet A-300 to See Eyebrow Height.

Question:
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119. Is there any City-owned property nearby for staging or parking?

Answer: Refer to addendum 1. A staging site has been acquired by the Village for this
project at NO COST to the Contractor other than any utilities the contractor may require
at the site such as water, sewer, electricity, etc.

Question:

120. The storefront openings ST-100A through ST-100E at Entry Lobby 100
indicate an overall opening height of 18'-8", which exceeds the typical approved
height limitations for standard storefront systems without intermediate structural
support.

Please clarify one of the following:

1)Please clarify if a structural curtain wall system is required for sections ST-
100A through ST-100E. If yes, provide the specifications and Miami-Dade NOA
or Florida Product Approval.

2)If the storefront system is intended, please provide the structural steel layout
(horizontal and vertical tubes) required to break the spans.

Answer: The curtain wall system indicated on the drawings, Florida Product Approval
No. 13433-R15, is approved for spans of up to 10 feet. The contractor shall provide the
steel columns, beams, embedded plates, attachment, and break metal shown on the
revised drawings. The structural steel framing shall be designed by a Florida-registered
professional engineer. Signed and sealed shop drawings and calculations shall be
submitted to the Architect for review. Refer to the storefront plans, elevations, and notes
for Types ST-100A through ST-100E on Sheet A-820.

Question:

121. Please confirm whether Section 151.19 of the North Bay Village Code of
Ordinances applies to the Village Hall Complex project. If applicable, please
clarify whether the cost associated with these services is to be paid by the Owner
or included in the Contractor’s scope of work.

Answer: Section 151.19 of the North Bay Village Code of Ordinances applies to the
Village Hall Complex project at NO COST to the Contractor.

Question:
122. Please provide a signage plan identifying the locations for Sign Types 10-
15 referenced on Sheet A-742.

Answer: Refer to response #196.

Question:
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123. Please provide structural details and corresponding locations on the
structural drawings for all 4-inch concrete pad pours and isolators shown beneath
various cabinets on Sheet A-710.

Answer: Note with concrete pad requirements and reinforcement will be added on sheet
S-101 plan notes referring to architectural drawings for pad location.

Question:
124. Please provide section details and material selections for the front counter
assembly shown on Elevation 7/A-402.

Answer: Elevation 7/A-402 was updated. Section details #11 & #12 were updated and
detail #17 was added on sheet A-711.

Question:
125. What is the intent for the vertical tube like elements shown beneath the
counter on Elevation 7/A-4027

Answer: This a panel divider as shown on enlarged plan 6/A-402.

Question:
126. What is the material and construction of the 3'-6"H partition at the front
counter shown on Elevation 7/A-4027?

Answer: Plastic laminate. Finish tag added to 7/A402.

Question:
127. Please provide the missing elevation for the shelving shown at Pantry
FS104 on plan A-100, showing the number of shelves and required shelf
material.

Answer: Freestanding Metal Wire Shelf (MS-1) was added to equipment schedule on
sheet ID-300 to be CFCI.

Question:

128. Please clarify the construction/materials for the sink base shown ons
Elevation 11/A-501 at Patio FS105 and provide the countertop material for this
assembly.

Answer: Sink to be Stainless Steel.

Question:
129. Please provide structural details for the garage crash walls.

Answer: See wall type W2 on schedule sheet S-212 and detail Y/S-213.
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Question:
130. Keynote #A562 on Sheet A-405 references Detail 7 on Sheet A-744 for the
Fire Station Dedication Plaque; however, this detail does not appear to be shown
on that sheet. Please provide the referenced detail.

Answer: Keynote #A562 is incorrect on Sheet 3/A-405 and has been updated to #A568.

Question:
131. Please provide the missing elevation for the casework shown on floor plan
A-106 at Copy Room PD616.

Answer: Section details shall be provided via sketches.

Question:
132. Please provide material selections for the lavatories shown on Elevations
3 & 6 on Sheet A-407 at the Mens and Womens Lockers PD 612 & PD630.

Answer: Refer to plumbing connection schedule on sheet P101 TYPE L-2. Remark will
read as follows: 15-1/16" x 12-1/16" x 5-1/2"d, vitreous china, glazed underside, oval
undermount sink, front overflow with deck mounted faucet to comply with ADA.

Question:
133. Elevation 10 on Sheet A-501 shows casework at Day Room FS103.1;
however, no corresponding casework appears to be shown on the floor plan on
Sheet A-100. Please confirm whether this casework is required.

If required, please provide material selections for the cabinets, countertop, and
backsplash.

Answer: Refer to Keynote #A535 on 10/A-501 pertaining to casework.

Question:

134. Keynote A535 on Elevation 10/A-501 appears to indicate a framed/border
condition surrounding the upper cabinets and references Series A400 sheets for
information; however, the Day Room casework is not shown on the Series A400
sheets. Please clarify the intended construction/materials for this border.

Answer: Keynote A535 references the Kitchen FS103.3 casework. There is no
casework on the Day Room side.

Question:
135. If window shades are to be provided for all interior windows, please clarify
scope and provide a head detail.
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Answer: Interior shades will be provided, refer to ID-100 for the scope and see detail
3/A-715 & 6/A-716.

Question:
136. Please include structural details and locations for the exterior ramps,
steps, and walls.

Answer: See wall type W2 on schedule sheet S-212 and detail Y/S-213.

Question:
137. Please include the location of all concrete crash walls and masonry
parapet walls on the structural drawings for each floor along with details for their
construction.

Answer: Concrete crash wall is labeled as W2 on plans for each floor. Masonry parapet
will be called out on plan as “BW-616" as shown in detail 7/S-307.

Question:
138. Wall Base Type WB-1 is scheduled as “wall base to match flooring”;
however, the referenced Detail 11/ID-400 appears to indicate a tile baseboard
condition. WB-1 is scheduled in areas receiving terrazzo flooring.

Please clarify the intended wall base type for areas with TER-1 flooring and WB-
1 baseboard. If a tile base is required, please provide the applicable specification
and finish selection to match the terrazzo. If a terrazzo base is required, please
provide the associated detail and specification.

Answer: The wall base to match flooring material. At tiled floors schedule to receive
Porcelain (PT-2), install coordinating bullnose tile (3"°x24”). At floors scheduled to
receive terrazzo flooring (TER-1), install coordination terrazzo wall base 4” high.

Question:
139. Sheet A-403 shows F I1S-1 countertops at Baths 1-4, which are identified
on Sheet ID-100 as Durasein integrated tops and sinks. However, the plumbing
fixture schedule identifies these as tag L-3 Marble-Lite custom vanities.

Please clarify the intended vanity/top and sink system to be provided at Baths 1-4.

Answer: The integrated sink and countertops will be Durasein (F IS-1). Plumbing
schedule will be updated.

Question:
140. Please provide additional information for the custom vanities at Baths 1-4.

Tag L-3 on Sheet P-101 references the architectural drawings; however, the
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architectural drawings do not appear to provide selections for the vanity
configuration including bowl type, edge profile, and color.

Answer: See Finish Legend sheet ID-100 tag F 1S-1 for integral sink & counter
information on bowl type & color.

Question:
141. Please confirm the intended panel style for the WP-1 shower wall panel
system. Should this be provided as a flat, wave, or subway panel?

Answer: Please clarify where WP-1 is specified for the shower walls? The PD locker
room showers are designated for tile (PT-1). Additionally, the MDFR showers utilize
F WP-1 panels, but the style and color were recently updated in Revision #9.

Question:
142. The documents below have not been provided as a part of the bid
package.

Please provide.

e EXHIBIT A: Modified AIA A102 Contract for Construction and A201 General
Conditions

e EXHIBIT C: Development Agreement Between Miami-Dade County and
North Bay Village
e EXHIBIT D: Development Agreement (Grant information)

Answer: Documents have been uploaded to DemandStar

Question:
143. While reviewing the RFP documents, we noticed that several exhibits

appear to contain placeholder sheets only. Could you please confirm whether this
is intentional? The documents in question are:

e Exhibit A — Full Contract (AIA A102/A201 Modified)
e Exhibit C — Development Agreement with Miami-Dade

Answer: Documents have been uploaded to DemandStar

Question:
144. The geotechnical report is referenced as part of the RFP documents but
does not appear to be included. Will this report be provided?

Answer: See attached Geotechnical report.
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Question:
145. Form 3 is currently blank and only references “Maximum Guaranteed

Price Proposal and Schedule of Values.” Will a formal template or form be issued
for this item?

Answer: This Document will be uploaded soon.

Question:
146. Some contradictions on the type of Data cable, drawing E-503 Riser asks

for Cat.5e and specifications for Ca.6

Answer: System Riser on Sheet E-503 asks for cat 7, and this was a request of the NBV
IT department.

Question:
147. E-503 riser drawing asks for (2) Cat 7, what will this be for?

Answer: System Riser on Sheet E-503 is asking for use of ca 7 (typical) for all
connections, this was a request from the owner’s IT Department.

Question:
148. We would also like to know if this project requires a fiber connection

between the IDF-MDF

Answer: The use of fiber connection will be recommended, but it will be decided by the
NBV IT department.

Question:
149. Section 1.4, Tab G requires a Bid Bond to be provided with our Proposals

that shall be valid for at least 365 Days. This request is reiterated in Section
3.30.1 and suggests that we would be required to hold the price associated with
the Proposal for those same 365 days which is not possible. In addition to our
business decision to hold a price for one year, there is the practical reality that a
Bid Bond for 365 Days is not available in the marketplace. 60 Days is much
more of the standard. Please reconsider your position on this matter and advise
accordingly.

Answer: Bid Bond shall be valid for 90 days.
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Question:
150. Section 1.4, Tab H indicates that we must submit an Executed Signature

page for the Contract. We note that Exhibit A indicates a Modified AIAA102 and
A201. Please provide a copy of the document that we will be expected to
execute for review.

Answer: Document has been uploaded to DemandStar

Question:
151. The evaluation criteria of Section 1.5 is very clear that there are 3

components to the scoring that total 100 points. What is not clear is the timing or
process of these evaluations. For example: will Category 1, which is subjective,
be reviewed and scored prior to the opening of Category 2, which is

objective? We request that this be the case so that the scoring of Category 1 is
not influenced by the reveal of the pricing in Category 2. Secondly, we are not
clear whether the Oral presentations will be required and are a part of the
scoring, or whether they are optional. If they are optional, does that mean that an
award recommendation could be made with the 75 point scoring system
represented in Categories 1 and 2? If they are required, is the scoring total of all
3 Categories included in the final scoring and evaluation?

Answer: Evaluation Criteria may be modified. Oral presentations are not required but
are highly recommended. Each proposer will be provided with a 30 minute time slot to
present followed by a 15 minute time slot for evaluators to ask questions.

Question:
152. Section 3.20.6 indicates that a Builder’s Risk Policy shall be in place until

Final Completion of the project. For many reasons, including transfer of
responsibility and occupancy, a Builder’s Risk policy is only commercially
available until Substantial Completion of a project. Please re-evaluated and
confirm your intention here.

Answer: Builder’s Risk will only be required through Substantial Completeion.

Question:
153. We would like to request that the Village include an escalation allowance

in lieu of requiring prices to be held for 1 year as part of the bid. Please consider
a contingency of approximately 5-10% above all submitted bid prices.
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Answer: (NBV PW)

Question:
154. What is the estimated or set budget for this project?

Answer: Engineer’s Estimate is $56,000,000

Question:
155. Please provide FORM 3: Maximum Guaranteed Price Proposal and

Schedule of Values.

Answer: Document will be uploaded soon

Question:

156. The perforated metal panel and aluminum fin system appears to extend
beyond the areas shown on Sheet A-900; however, the full extent of this system
is unclear. Please provide complete building elevations and identify the limits of
the perforated metal panel and aluminum fin system on the architectural floor
plans.

Answer: Refer to response #4.

Question:
157. Please confirm that all security cameras are furnished and installed by
Owner as a future addition per Sheet E-208.

Answer: Yes, the security cameras will be furnished and installed by owner.

Question:
158. Sheet E-213 requires the Contractor to carry a $100,000 allowance for the
AV system at the Village Chamber. Please confirm whether this allowance will be
included as a separate line item on the bid form.

Answer: Yes, it should be included as a separate line item. Due to price scalation since
time of design, allowance will be increased to $125,000.

Question:
159. Please confirm whether any additional AV systems are to be provided
under the Contractor's scope and identify any associated allowances required
elsewhere in the project.

Answer: Refer to response #158.



A

Question:
160. Please provide details and locations for the first-floor exterior guardrails
identified by Keynote A020.

Answer: Refer to the site plan sheet A-001, exterior building elevations A-300 & A-302
for guardrail locations and sheet A-603 & A-604 for details.

Question:
161. Please provide details for the garage handrails identified by Keynote
A019.

Answer: Refer to detail 14/A-604 for the mount post detail on concrete surface.

Question:
162. The are several openings on the door schedule call for Hollow Metal doors
in Aluminum Frames, for example 633, and 636. Please confirm whether Hollow
Metal frames are acceptable at these openings.

Answer: Hollow metal doors shall be installed in hollow metal frames. The door
schedule will be revised accordingly.

Question:
163. The are a few openings on the door schedule call for Aluminum doors in
Hollow Metal Frames, for example PD602, and PD603B. Please confirm whether
Aluminum frames are acceptable at these openings.

Answer: The doors at Police Lobby PD600 are required to be bullet-resistant, Level 3.
(PD600 — Alum/ Glass door and frame; PD602 & PD601 Hollow metal door and
frame & PD603B — Alum/ Glass door and frame, opaque glass)

Question:
164. Please confirm whether Interior Windows IW-1 through IW-7 are intended
to be HM or aluminum framed. Additionally, please provide elevations for these
window types.

Answer: Aluminum frame, clear anodized finish, for elevations refers to interior window
schedule on sheet A-810.

Question:
165. Door ST-103B is identified as Door Type “HH”; however, an elevation for
this Door Type does not appear to be provided. Please provide the applicable
elevation.

Answer: Use door type “D” hollow metal door & frame — painted.
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Question:

166. Given the anticipated issuance of RFI responses on June 15 and the
current bid date of June 24, we respectfully request consideration of a bid date
extension. Due to the volume of outstanding RFIs and the significance of the
information being clarified, subcontractors and suppliers will require adequate
time to review the responses, obtain revised pricing, and incorporate the changes
into their proposals.

Answer: Refer to Addendum 2, bid schedule has been revised.

Question:
167. Partition type F/0-1 shows 1 1/2" Z furring, however "Metal stud Width
Legend" shows #1 as a 1 5/8" stud. Please confirm the intended size to be
included.

Answer: Use “Z” furring channel 1-1/2” for partition type F/0-1.

Question:

168. The MECH & Electrical spaces show walls that terminate 6" above ceiling.
Typically, these spaces need to have at minimum a 1 Hr. rated partition. Would
the Life Safety and the Floor plans be revised to reflect these changes, or do we
price as per plans?

Answer: Price as per plans. Note that the electrical room PD601 partition walls are 2hr
fire rated, those partitions shall extend up to the bottom of the structure. Mechanical
supply and return ductwork shall include fire/smoke dampers.

Question:
169. Does the perimeter wall on level #5 get furring, or do we leave it exposed?

Answer: Exposed.

Question:
170. Please specify the height of the impact boards needed. 4' or 8' AFF.

Answer: 8FT High.
Question:
171. Do we need to include Mullions Caps at drywall partition that terminates
on glazing? If so, please provide a BOD and rating needed if possible.

Answer: Refer to spec section 098453.

Question:
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172. In Apparatus Bay FS124, Wall tag shows MB/0-1, which will require metal
furring on the NE & SE walls, however the remainder of the walls does not
require furring as per wall tags. Please confirm that furring is necessary at the NE
& SE walls.

Answer: No furring is necessary on the NE and SE walls. Please proceed using
MB12/0-0. The wall tags will be updated in the subsequent revision.

Question:
173. RFP 1.4 Tab E, Form 3 Form 3 in the Response packet is a blank page,
please advise if there is a standardized bid form to be completed and returned
with values.

Answer: Refer to response #155.

Question:
174. A-900 The Drawings includes deductive alternates for the project, please
advise how these should be noted in the base bid and how these will be
considered in the bid evaluation scoring.

Answer: Refer to response #7.

Question:
175. SP-1,2,3 Please Provide Specifications, if applicable, for Traffic
Signalization

Answer: Signal contractors shall obtain the applicable specifications and requirements
from Miami-Dade County when applying for the permit.

Question:

176. A820 Storefronts ST100 A thru E show an unsupported span of 18', the
specified curtainwall (YKK cannot achieve this span with Level E ratings without
structural supporting steel at mid span. Please provide alternate basis of design
which can accommodate this span or provide structural details for reinforcing
steel.

Answer: Refer to response #120.

Question:

177. A-820 The segmented radii form too tight of a curve to be fabricated as
shown. Typically, the horizontal framing members can't be cut on more than a 3-
degree miter. If they are cut more than about 3 degrees, the length of the cut gets
longer that the depth of the system and the horizontals will stick out past the
verticals. Also, the glass will not sit flat on the face of the mullions. Both of these
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conditions are not acceptable. Typically, we have to make individual frames and
install them at an angle to one another and then fill in the gap with break metal.
See below (it's about an 11 degree miter cut) which is too much. You can see the
horizontals stick out past the back of the mullions, and the glass won't sit or seal
properly on the front of the mullions.

Answer: Each segmented panel shall be installed as an individual unit. Gaps between
the mullions shall be sealed with backer rod & sealant and covered with break metal to
match curtain wall finish. Where the storefront or curtain wall manufacturer requires
supplemental steel between the mullions for horizontal attachment, the contractor shall
provide steel framing designed by a Florida-registered delegated engineer. Signed and
sealed shop drawings and calculations shall be submitted to the Architect for review.
Refer to enlarged detail on sheet A-820.

Question:
178. Keynote A309/A300 thru A303 Please provide design intent for cladding of
mechanical screen enclosures at roof

Answer: Refer to response #10.

Question:
179. AIPP Please confirm all "Art in Public Spaces" Installations are to be
procured by owner.

Answer: Confirmed

Question:
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180. A-810 Interior window schedule does not specify the frame material,
please advise.

Answer: Aluminum Frame, Clear Anodized finish.

Question:
181. A-100, FS118B/A-810, ST-104/A-820 Storefront ST-104 is scheduled to
receive a hollow metal door FS118B, please advise if this is correct and if ST-104
should be hollow metal framed.

Answer: Refer to revised door schedule.

Question:
182. A-810 Door ST-103B is called out as type "HH" AL/GL but there's no
elevation of HH. Please confirm door type and material for ST-103B?

Answer: Refer to response #181.

Question:
183. A-810 Numerous hollow metal doors on are shown as door type "A" which
is indicated to be single flush wood finish door. Please confirm door types and
materials on door schedule.

Answer: Refer to response #181.

Question:
184. A-810 Numerous doors on level 6 door schedule indicate hollow metal

doors with aluminum frames. Please confirm this is correct.

Answer: Refer to response #181.

Question:
185. A188/A-100 Keynote A188 mentions detail 15/G107, however this detail
does not exist, please provide.

Answer: Refer to response #112.
Question:
186. A-105, A-300 Keynote A312 on sheet A-300 calls out glass railing system
at 5th floor balcony, however not called out on floor plan A-105. Please confirm if
glass railings are required at this location.

Answer: Refer to Sheet A105 Tag A312. Glass Railing are required at this location
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Question:
187. A325/A-103 Floor plan calls out A325 full height picket fence around
equipment rack A114, however section 1/A-351 shows chain-link fence. Please
advise which is correct.

Answer: Refer to response Question #1.

Question:
188. A-104, A-810, Specification Door tags PD402A, PD403 and PD404 are all
listed as 'type G' which are shown as louvered doors, however shown on plan A-
104 as overhead doors. If these are to be overhead doors please provide
specifications.

Answer: Door PD402A, PD403 & PD404 are Overhead Doors Security Grilles (Type Q)

Question:
189. A156/A-104 Keynote A156 calls out overhead vehicular gate, however
there are door tags at same opening. Please advise which is correct.

Answer: On sheet A104 the tag A156 was removed. The Door Tag Remain (Overhead
door)

Question:
190. 4/A-503 Interior storefront at Chambers is not included in storefront or
interior window schedule/elevations. Please provide details.
ze
Answer: Refer to Sheets A106 & A822 ST601

Question:
191. 2/A-002, Landscaping Enlarged plan 2/A-002 calls out porous flooring
material at walkway and references landscape drawings, however floor material
is not shown on landscape drawings. Please provide flooring finish.

Answer: Porous flooring material is not longer applicable.
Question:
192. A514/A-407 Keynote A514 calls out locker bench as furniture by other, is
this correct?

Answer: No, correction made on drawing. Furniture shall be procured and installed by
the contractor.

Question:
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193. TC/ID-304 Equipment schedule indicates taser chargers to be provided by
contractor, however this is not typical. Please confirm if this is correct.

Answer: Taser chargers are owner provided.

Question:
194. ID-301 Equipment schedule indicates wall fan and dog kennel cage to be
provided by contractor, however this is not typical. Please confirm if this is correct
and if so please provide details.

Answer: For response refer to question #40 & #41.

Question:

195. RS-1/ID-100, Spec 122413 RS-1 on finish legend indicates manual roller
shades at all interior and exterior storefronts/windows, however specification
section 122413 indicates motor operated roller shades. Please advise which is
correct.

Answer: Refer to response #75.

Question:
196. Signage Drawing set does not include a signage plan, please advise if this
will be provided.

Answer: Refer to signage plans on sheets A-12.01, A-12.02, A-12.03, A-12.04, A-12.05,
A-12.06, & Signage legends on Sheets G-107 & A-742

Question:
197. Electrical Please advise what is the preferred category for data cabling.
Cat 6, 6A, or Cat 77, Specifications and systems risers conflict.
Answer: Owner’s preference is CAT 7
Question:
198. Electrical For infrastructure cabling (desk locations), how many data
cables should be provided 1 or 2?
Answer: 2 cat7 cables for desk
Question:
199. Electrical There are floor box requirements, please advise how many data

cables per floor box?

Answer: 2 cat7 cables for data box.
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Question:
200. Electrical Is there a preferred color on the infrastructure cabling? most of
the time Blue is choosing.

Answer: This will be coordinated with the IT Department through the submittal process.

Question:
201. Electrical Please advise preferred color and category for CCTV cable
whether Cat 6, 6A, or Cat 7. Is 1 data cable per camera sufficient?

Answer: Please refer to notes on the plans that calls for %” conduit with cat7 to each
future camera location.

Question:
202. Electrical On the 6th floor there is a server room and an Electrical room in
front of the elevators, is that where all cables both fiber riser cable and data
cables ill terminate?

Answer: Server Room 623 will be serving the village hall, server room PD641 will be
serving the police department. IT Room on first floor serves the fire station.

Question:
203. Electrical The 2nd, 3rd, 4th, and 5th floor has CCTV/Infrastructure data
cable requirements but NO electrical/IT closet , how will these floors be feed?

Answer: 2nd, 3rd 4th and 5th Floor will be served from the Server Room on the 6th FI.
Question:

204. Electrical If fiber cables will be feeding each floor back to the 6th floor and
terminated on a fiber patch panel, what fiber strand count is required? (6-strand,
12-strand, 24-strand).

Answer: This question shall be referred to the Village Hall IT department.
Question:

205. E-213 The 6th floor Electrical floor plans E-213 are missing most of the
wall layout. Is there an updated plan with the walls in place? It's hard to
determine where the hallways are.

Answer: There was a printing error, please attached updated drawing E-213.

Question:
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206. Electrical Is the IC Call box Directory IP-based and does it need a data
cable?

Answer: Provide a data cable.

Question:
207. E-208 First floor plan E-208 shows a cable tray over the fire rescue Dorm
are back to the IT closet. Do we include cable trays on the 6th floor as well?

Answer: Yes, cable trays are required on the 1st and 6th Floors. Plans will be revised to
show the cable tray on the 6th floor.

Question:
208. E-213 On the 6th floor plans, chamber room, it states that the contractor
will need to include AV system of at least 100k, is that a requirement?

Answer: Yes, it is requirement and should be included as a separate line item. Due to
price scalation since time of design, allowance will be increase to $125, 000.

Question:

209. Electrical Regarding the MDF and IDF identification closets, | don't see
any closets on the plans for the 2nd through 5th floors. Are these home run to
different floors? This will affect the distance of all cables for the CCTV, Card
reader system and PC data connectivity.

Answer: 2nd, 3rd 4th and 5th Floor will be served from the Server Room on the 6th FI.

Question:
210. Electrical The 6th floor server room is the MDF, please confirm.

Answer: Server Room 623 will be serving the village hall, server room PD641 will be
serving the police department. IT Room on first floor serves the fire station.

Question:
211. Electrical Please confirm that the first floor, designated as the IT room,
serves as the first floor IDF.

Answer: Telecom room FS132 is designate as the IT Room serving the Fire Station only.

Question:

212. Spec 270000 Spec section 270000 describes the cabling types,
connectors, etc., for Divisions 27 and 28. Section 4.2 describes the jacks as Cat
5E, while Section 5.2 describes them as Cat 6. Can you confirm if CAT 6 is being
used for patch panels, jacks, and cabling?
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Answer: Cat 7 was the type of cable requested by the owner IT department.

Question:
213. Electrical Is there a preferred cabling manufacturer?

Answer: Please refer this question to the Village IT Department.

Question:

214. Spec 270000 Section 270000 4.2 describes the quantity and colors of the
cables. Please confirm locations are getting the special quad cables with the red,
blue, white, and orange wires? 37. Besides the locations getting quad outlets all
other locations are getting single data cables or, double, etc.

Answer: 2 cat7 cables for data box.

Question:
215. Electrical Regarding the cell and BDA public safety repeater system,
please confirm if a cell repeater system (DAS) is wanted? Also, please advise if
the intent is to enhance the public Safety BDA system with First NET?

Answer: The only request for the village was to provide a BDA system for first
responders.

Question:
216. Electrical On the access control system requires Kantech. Please advise if
there is a preferred manufacturer for the CCTV.

Answer: Cameras will be installed by the owner as indicated on plans.

Question:
217. Electrical Are there any requirements for the type of cameras internal or
external? (Dome, bullet, 2-way or 3-way, full 360°, 180°)

Answer: Cameras will be installed by the owner as indicated on plans

Question:

218. Spec 281000 Sections 2.1 and 2.2 on page 912 describe that the fire
station requires a Kantech Access control system to match and integrate with
existing fire stations only. Is there a preferred manufacturer for the rest of the
public safety building or can it be a Kantech access control system? Also, do the
access control systems between fire rescue and the rest of building be
separated?
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Answer: Access control for the fire Station shall be Genetec. Refer to detail 1 on sheet
E504 labeled Fire Station Card Access Control System. Specs will be revised for
adding this system. This system shall be separated from the rest of the building. In
addition, there shall be a separate card access control system for the Village Hall and
another for the Police department. Refer to detail 3 on sheet E504 labeled Card Access
Control System. We have not objection if the contractor uses same manufacturer for the
3 separated systems.

Question:

219. A-801 Regarding wall insulation requirements, we noticed that the note
associated with the SAB per Modifier A indicates that all walls containing the "A"
modifier should include SAB in the wall tag description. However, after reviewing
the floor plans, we were unable to identify any wall types that include the "A"
modifier in their wall type designation or tag. Could you please clarify which wall
types are intended to receive the SAB insulation requirement? Additionally,
please confirm whether there is a missing wall type modifier on the floor plans or
if another drawing should be referenced for this information.

Answer: Refer to Note 22 on Sheet A-801 for the required STC ratings of the wall
assemblies. Wall assemblies identified with an STC rating shall receive sound
attenuation batt insulation compatible with the specified metal stud size and UL to
achieve the required STC rating.

Question:
220. LG,LA,LC-2/ID- 304 Please provide manufacturer and model numbers for
gun locker, ammunition locker and evidence locker.

Answer: (NBV Police)

Question:
221. M-303 & S-103 Mechanical penetrations going through floor to floor are
not reflected on the structural plans. This is for all floor and roof.

Answer: Mechanical slab penetrations are indicated on the architectural and structural
drawings. Any additional required penetrations shall be coordinated with the Architect
prior to forming and placing concrete.

Question:
222. P301Plan shows a trench drain TD-2 located in the reception area, please
advise is this is correct.
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Answer: Correct. Interior trench drains are also provided at the balcony door thresholds
on Levels 5 and 6. Refer to the revised plumbing drawings.

Question:
223. A-801Wall Type F/0-1 shows 1 1/2" Z furring, however "Metal stud Width
Legend" shows #1 as a 1 5/8" stud. Please advise which is to be used?

Answer: Refer to response #167.

Question:

224, A100-A106 Several mechanical, IT, and electrical rooms are not currently
identified on the drawings as fire-rated enclosures. Typically, these types of
spaces are required to have a minimum 1-hour fire-rated partition. The rooms in
question are: 104, FS132, FS133, 502, 503, 623, 643, and PD641. Please
confirm whether these rooms are intentionally not required to be fire-rated, or if a
fire-resistance rating should be applied.

Answer: Refer to response #168 and life safety plans for fire/smoke rated walls.

Question:
225. A-105 Do the perimeter wall on fifth floor get furring, or do we leave it
exposed?

Answer: Exposed.

Question:
226. A-801 Please specify the height of the impact boards needed. 4' or 8' AFF.

Answer: Refer to response #170.

Question:
227. A-106 Are Mullions Caps at drywall partition that terminates on glazing
required? If so, please provide a basis of design and rating needed if possible.

Answer: Yes, see detail

Question:

228. C-07, P301 Plumbing plan P301 shows cold water supply connection
through wall in fire pump room, however on civil drawing C-07 indicates fire line
backflow preventer at that location not domestic water. Please confirm where
domestic water connection should be.

Answer: The domestic water and fire protection backflow preventers and their supply
lines should run parallel to each other.
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Question:
229. REFM/ID-304 Please provide manufacturer and model for under counter
refrigerator.

Answer: Manufacture/Model # was added to schedule.

Question:
230. CM1/ID-304 Please provide manufacturer and model for commercial
coffee maker.

Answer: Equipment information has been updated.
Question:
231. Equipment There are no specification sections included for Division 11 -
Equipment, please provide if applicable.
Answer: Refer to attached specifications.
Question:
232. AIPP Please confirm Art on fagcade mesh bands will be furnished and

installed by others.

Answer: The proposed fagade mesh screening shall be designed, engineered &
installed by the delegated manufacturer.

Question:
233. 284913 Please advise if Fire Fighter Alert System will be procured by
County or GC

Answer: System will be procured by contractor.

Question:

234. E-504 CCTV and access control, CCTV cameras (count 117) will have
home run conduit to the 6th floor server room and the access control locations
will have conduit from end point locations to the 1st floor IT room in the fire
rescue area, is this correct? There is a good portion of the cctv, access point and
the data cables that might exceed the 300 feet cable certification limit

Answer: Server Room 623 will be serving the village hall, server room PD641 will be
serving the police department. IT Room on first floor serves the fire station.
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Question:
235. A-604 Please confirm the required finish for the stair handrails, are they to
be primed and painted or powder coated?

Answer: Stair guardrails, handrails, metal pan stairs shall be primed and powder coated.
See revised note.

Question:

236. A-202-A204 Please confirm the required finish for the parking garage
walls and ceilings. Are these to be painted? CL-8 indicates structural concrete
slab, painted. Please confirm if this is required. If paint is required, please provide
the color and locations.

Answer: For response, refer to question #78.

Question:
237. A-205 Please confirm whether the ceiling on Level 5 is to be painted. CL-8
indicates structural concrete slab, painted. The ID-100 does not provide a finish
for this ceiling. If painting is required, please provide the color.

Answer: No paint is required except for the Balcony ceiling.

Question:

238. ID-100 & A- 604 Please provide the wall, ceiling, and floor finishes for
stairwells ST-01, ST-02, and ST-03. Sheet ID-100 refers to see A-604 for
finishes; however, sheet A-604 does not indicate the specific wall, ceiling, or floor
finish types for these stairwell areas. Please provide the required finish
specifications.

Answer: Wall, Ceiling, and Floor to be painted.

Question:
2309. Note 15/S-101- S-107 Please clarify all locations requiring galvanized
steel and penetron admixture & DCI-S, (i,e, apparatus bay floor, parking garage
slabs, patios, terraces with finishes, etc.)

Answer: The admixture shall be provided at the apparatus bay floor, parking garage

slabs and ramps, balconies, and other concrete elements exposed to weather, moisture,
vehicular traffic, or chloride intrusion.

Question:
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240. On Sheet A-130, “Waterproofing Diagrams,” the Floor 3 waterproofing plan
includes a note indicating “vehicular traffic coating (typical)’; however, no areas
appear to be shaded to receive the coating, unlike Floors 2 and 4 and the Speed
Ramp where the coating areas are clearly identified.

Please confirm whether vehicular traffic coating is required on Floor 3 and, if so,
identify the intended areas of application.

Answer: Refer to revised sheet A-130.

Question:

241. Specification 084113, Section 2.2, references sunshades; however,
sunshades do not appear to be shown on the drawings or identified at any
openings. Please confirm whether sunshades are required as part of the project
scope.

Answer: Specification section was removed.

Question:
242. Ref. Sheet E-503: Please confirm that the Fire Station and Police
Department radio antenna systems are Owner-furnished and installed, and that
the Contractor's scope is limited to conduit, grounding, and ground rods.

Answer: Contractor is responsible for providing and installing the whole system.

Question:

243. Sheet E-503 indicates cable trays at Levels 1 and 6; however, cable trays
do not appear to be shown on the Level 6 plan on Sheet E-213. Please confirm
whether cable trays are required at Level 6 and provide the applicable
routing/layout.

Answer: Yes, cable trays are required on the 1st and 6th floor. Plans will be revised to
show the cable trays in 6th floor.

Question:
244, Sheet E-211 indicates a Fire Alarm connection to the CO,/NO control
panel. Please confirm who is responsible for furnishing and installing the CO,/NO
control system.

Answer: CO2 /NO control panel is installed by the mechanical contractor.
Question:

245. Sheet E-503 indicates data outlets provided with (2) CAT7 cables routed
to cable trays. Please confirm whether this represents the full
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telecommunications/data scope for the Contractor, other than riser conduits and
backboards.

Answer: Also include the A/v for the village hall chamber and other systems indicated in
the drawings.

Question:
246. Ref. Sheet E-503: Please provide the location of backboard in Lobby VH.

Answer: Refer to revised Sheet E-201 and E-206 that shows the revised location of
backboard in Front Counter room.

Question:

247. Sheet E-505 shows the BDA riser with antennas fed through 1" conduits
cast into the slab, typ. on all floors. Minimum conduit size for BDA in Miami Dade
County is 1-1/2" which cannot be installed in the slab. Please confirm the
required conduit size and whether these conduits are intended to be run below
the slab.

Answer: Please clarify statement about Miami Dade requirement of minimum conduit
size for BDA. Conduits to be run below the slab.

Question:
248. Sheet E-501 indicates a 20 KVA UPS in Room FS107. Please confirm who
is responsible for furnishing and installing the UPS. If Contractor furnished,
please provide specifications.

Answer: UPS to be provided by the contractor. UPS equal a 20 KVA, 208, 3PH, 4W, in/
out online, double conversion topology advance battery management, (2) X-Slot coom
by-pass, power xpert gateway card internal maintenance bypass switch 18 min /42 min
full / half load. (Model number 9355 by Eaton). Information will be also added to the
plans.

Question:
249. Sheets E-208 through E-213 show CCTV junction boxes with 3/4"
conduits and CAT7 cabling for future Owner-installed cameras. Where should
these conduits be run to? Cable tray?

Answer: Conduit to be terminated on server room on the 6th floor.

Question:
250. Specification Section 284913 states that the Fire Station Alerting System
shall accommodate connections to lighting controls, telephone paging, voice
radios, doorbell buttons, and other devices, and further states that “these
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systems and their installation will be specified in other sections and provided by
the owner or other trades.”

Please clarify which of the referenced systems are to be provided by the Owner
and identify the associated Contractor scope required for integration with the Fire
Station Alerting System.

Answer: All systems indicated on the drawings shall be provided by the contractor.

Question:
251. Sheet E-504 indicates card access control systems for both the Village
Hall and Police Department. Please identify the locations/rooms where these
systems

are to be installed.
Answer: Card access control systems to be located on Central Server Room.

Question:

252. Reviewing the Requirements for Commercial Kitchen Hood Ducts shown
on drawing M502, there is a contradiction between the material options for the
exhaust duct listed in Note A (304 stainless steel, 18-gauge or 16-gauge black
steel) and Note E, which specifies that the grease exhaust ductwork must be
constructed of Type 304 stainless steel (18-gauge). Please advise how to
proceed.

Answer: Type 304 - Stainless Steel 18 Gauge.

Question:
253. YKK and Kawneer are specified systems. Per subcontractor feedback,
YKK systems do not meet the wind pressures in zone 5 of -100PSF or -91PSF, a
large portion of the project is in zone 5.

Please confirm the intended storefront system for these locations and identify
any required system modifications necessary to meet the design pressures.

Answer: Refer to response #120.

Question:
254, The specifications identify the building as a Risk Category IV / Essential
Facility; however, there appears to be conflicting language regarding the required
missile impact ratings for exterior glazing.
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Please confirm the required impact classification for exterior glazing and whether
the intent is for E-Missile glazing below 30'-0" AFF and D-Missile glazing above
30'-0" AFF.

Answer: Refer to response #120.

Question:
255. Regarding any doors labeled H/M but denoting aluminum/glass- should
those have glass infill? If fire rated, fire rated glass? If not fire rated, 1/4" clear
tempered glass? Example door 104.

Answer: Refer to revised door schedule.

Question:
256. Louvers L-10 are shown on the Architectural floor plans (Sheets A-102, A-
103, and A- 104) and elevations (Sheets A-301 and A-303); however, they do not
appear to be identified within the Mechanical drawings or schedules.

Please clarify whether these louvers are intended to be architectural or
mechanical louvers. If they are intended to serve a mechanical function, please
identify them on the mechanical plans and schedules.

Answer: Refer to architectural louver schedule on sheet A-810 and specifications.

Question:
257. Interior Design Please provide a west elevation of the building for sheet A-
301. West elevation missing on plans.

Answer: Elevation provided.

Question:

258. Interior Design Door hardware Section 087100 provides door hardware
information however it does not specific which door tags have which hardware. In
past experience a door schedule will reference a door hardware group number
that identify for each opening what type of hardware is used. | cannot find that
information for this scope.

Answer: Refer to response #2.

Question:
259. Interior Design The glass railing systems which is located west of level 5 &
east of level 6 have no specific manufacturer and attachment detail. Structural
Plans call out Detail B on S-302, but does not show the railing system.
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Answer: Infinity postless glass railing system by POMA architectural metals. Submit
signed and sealed shop drawings with calculations.

Question:
260. Interior Design Interior sheet A-500 #6 calls out clear acrylic glass —
Please confirm if this is supposed to be glass or acrylic?

Answer: Finish will be acrylic (no glass).

Question:

261. Interior Design Door schedule A-810 shows an interior window schedule
but Mark: IW-1, IW-2, IW-5, IW- 6 and IW-7 does not explain what type of glass is
required. Also, IW-6 & IW-7 are not shown on the floor plans. Please confirm
locations or if they can be removed from plans if not required.

Answer: All glass at interior doors, interior window and side light shall be clear tempered
U.O.N., category type Il safety glass. Note added on sheet A-810.

Question:

262. Architectural Structural Drawing A-107 Keynote A178 says to refer to
structural drawings for mechanical equipment enclosure pre-finished metal
screen. The only detail in these locations on Structural drawings are for a
concrete stub-up. Please provide more details including structural steel support
design.

Answer: Refer to response #10.

Question:

263. Architectural Drawing A-801 Could you please clarify which wall types are
intended to receive the SAB insulation requirement? Additionally, please confirm
whether there is a missing wall type modifier on the floor plans or if another
drawing should be referenced for this information.

Answer: Refer to response #10.

Question:
264. Architectural In the door schedule, there are some HM doors that are
calling for aluminum frames, is this correct?
The door #FS100 is called out as frameless impact, is this correct?
Will the interior windows IW-1 to IW-7 be HM or aluminum framed?
Door ST-103B is called out as type "HH" AL/GL but there's no elevation of
HH. Is this a mistake?

Answer: Refer to revised door schedule.
Refer to response #164 for the interior window scope.
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Question:
265. Architectural Please provide specifications for the impact resistant
overhead doors.

Answer: Refer to added specifications.

Question:
266. Landscape Drawing L-201 and L-300. Please confirm that the blank boxes
shown on these drawings are intended to be blank.

Question:
267. Architectural Sheet A-105. Please clarify what the dashed lines on the
floor plan are meant to represent.

Answer: The dashed lines represent future demising walls. Level 5 is considered an
unfinished shell space.

Question:
268. Architectural Drawing A-105. Could you please clarify the intent of level 5.
If this level is intended to be empty what level of finishes are expected?

Answer: Level 5 is considered an unfinished shell space. CMU walls, concrete floor
slabs, and the underside of the structure shall remain exposed. All storefront systems,
doors, and louvers shall be sealed on both the interior and exterior sides. Provide
partition walls as indicated in the drawings. Floor finishes at the vestibules & balcony
shall be provided in accordance with the drawings.

Question:
269. Architectural Sheet A-604. Detail 13 shows stair treads, and the text calls
for a heavy broom finish. Please clarify which is the intended design.

Answer: Refer to revised details.
Question:
270. Structural Sheet A-100 Keynote A155 mentions a 42" CMU wall. The wall
is not clearly shown on the plans.
Answer: Keynote added.
Question:

271. Architectural There is a waterproofing membrane on isolation, missing
detail for level 3 please confirm, if this is correct.
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Answer: Vehicular waterproofing added, refer to revised sheet A-130.

Question:
272. Structural Armor core Angle -Type E A-801 / E - The angle shown on
Detail E sheet A-801 does not make clear the thickness or whether it is a
continuous angle. Please advise.

Answer: Angle removed, see revised partition type.

Question:
273. Architectural Structural Structural Drawing S-211/D calls for Exterior
Columns. Exterior Columns Architectural Shape calls to refer to architectural
drawings for dimensions. None shown in Arch Docs currently. Please provide.

Answer: Refer to added details on sheet A-002.

Question:
274. Architectural Arch drawings call for a Roofing R-Value of R-32.
Spec 035216 2.1F.2 calls for R-30. Please confirm which is correct.

Answer: Refer to response #110.

Question:
275. Interior Design On sheet ID S-101 the concrete at the entrance is shaded
indicating that it is recessed. On sheet ID-400 Detail 8 it shows a transition strip
between the terrazzo and the walk-off mat. Which is accurate?

Answer: Refer to the revised structural drawings depicting the slab recesses required to
receive floor mats at the lobby entrances.

Question:
276. Interior Design Sheet ID-100 GL-1 calls for manufacturer to be the basis of
design. What is the actual basis of design?
Answer: Use glass instead of acrylic. Refer to interior window note #1.
Question:
277. Architectural Roof Canopy on A351-2 between L1 & L2 not shown on floor
plans. Please correct.
Answer: North elevation roof canopies are depicted on A-201& A-750.

Question:
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278. Architectural Drawing A-900 is different from the other elevation drawings,
is this obsolete?

Answer: Refer to response #7.

Question:

279. Architectural Subject: Ceiling Type Clarification — CL-5 (ACT-1) vs. CL-6
(ACT-2) ----- The Reflected Ceiling Plans (A201-A206) indicate multiple rooms
receiving acoustical ceiling tile; however, many rooms do not appear to be
labeled with a ceiling type designation identifying whether CL-5 (ACT-1) or CL-6
(ACT-2) is required. Please confirm the intended ceiling type for the rooms not
specifically identified or labeled with a ceiling type on the RCPs, or confirm
whether the Finish Schedule and Finish Materials sheet ID-100 shall govern for
these areas.

Answer: The Finish Schedule and Finish Materials sheet ID-100 shall govern for these
areas. On sheet A-201; Changed Dorm Room Ceiling from CL-4 to CL-6.

Question:

280. Architectural Ceiling Type Discrepancy — RCP (A201-A206) vs. Ceiling
Material Legend Schedule----- Reflected Ceiling Plan A-201 depicts a ceiling grid
pattern in several rooms, including DORM-7 (FS119) and DORM-8 (FS121);
however, these rooms are identified/labeled as ceiling type CL-4. Per the Ceiling
Material Legend Schedule, CL-4 is defined as Interior Rated DensGlass heathing
on Metal Lath with Painted Stucco Finish.

Please confirm the intended ceiling type and advise which requirement shall
govern for all rooms where this condition occurs.

Answer: Refer to revised ceiling plans.

Question:
281. Electrical System Riser on Sheet E-503 has (4) total callouts for 12” W X

2” H Wire Basket Cable Trays, ¢ (2) on the Level 1 and ¢ (2) on the Level 6.
However, ONLY (1) of (4) the Cable Trays appear on the plans, specifically, only
the Cable Tray by the Fire Station IT room on Level 1 appear on the plans. Kindly
confirm if the missing (3) of (4) Cable Trays are indeed part of the project. If they
are part of the project:
* Provide a callout for measurement purposes
» Confirm that they will also be according to the cable tray detail provided on
Detail #2 Sheet E-503 adjacent to the System Riser
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Answer: Cable tray is required on the 1st and 6th floor. Plan will be revised to show the
cable trade in 6th floor.
Cable tray will be as per detail 2 on Sheet E-503
Question:
282. Electrical Low Voltage Sheet E-504 illustrates the main CCTV head end
equipment inside the 6th floor Server Room.
Please confirm whether all CCTV devices throughout the entire building route
directly back to this location. If any CCTV devices terminate at local floor IT
rooms instead of the 6" floor, please provide the correct routing paths and
termination destinations.
Please advise at your earliest convenience.
Answer: CCTV’s route back to Server room on the 6th floor.

Question:
283. Electrical Low Voltage Please provide BDA requirements for the system.

Answer: Refer to Sheet E-505.
Question:
284. Low Voltage Is there a preferred category for data cabling?
Answer: Cable CAT7 as indicated on plans and requested by owner.
Question:
285. Structural On Sheet S-101, near grid Q13, is the tag BW-616. When

referring to Detail 1 on S-213, there is no mention of this block work.

Please confirm what the intention is for this detail.

Answer: BW-616 has been removed from sheet S-101.

Question:
286. Electrical Low Voltage How many data cables are required per floor box?

Answer: Provide 2 data cables.
Question:

287. Electrical Low Voltage Is there a preferred color on the Infrastructure
Cabling?
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Answer: Refer question to Village Hall IT department.

Question:
288. Electrical Low Voltage Drawing E- 503. Please confirm the category of
CCTV cable, as well as preferred color.

Answer: Provide cable CAT 7. Preferred color to be answered by Village Hall IT
department.

Question:
2809. Electrical Low Voltage Please Confirm that the Server Room and Electrical
Room on Level 6 is where all Fiber Riser Cables and Data Cables will terminate.

Answer: Server Room 623 will be serving the village hall, server room PD641 will be
serving the police department. IT Room on first floor serves the fire station.

Question:
290. Electrical Low Voltage Levels 2,3,4, and 5 have CCTV/Infrastructure data
cable requirements but no electrical / IT closet. Please confirm how these floors
be fed.

Answer: 2, 3, 4 and 5 floors will be served from the 6th floor server room.

Question:
291. Electrical If fiber cables will be feeding each floor back to the 6th floor and
terminated on a fiber patch panel, what fiber strand count is required? (6-strand,
12-strand, 24-strand)?

Answer: Refer question to Village Hall It Department.

Question:
292. Structural Between grid lines F & D, Shearwall #2 calls out 26 Pile Caps
and refer to 2/S-203. Detail 2 on S-203 calls out 32 P.C. (18" Dia. Piles). Please
confirm which is the correct detail to follow provide updated plans/details.

Answer: This Pile Cap should be called out as 32 P.C.
Question:
293. Electrical Low Voltage The 6th floor Electrical floor plans E213 are missing
most of the wall layout. Is there an updated plan with the walls in place? It's hard
to determine where the hallways are.

Answer: There was a printing error. Please refer to attached Sheet E-213
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Question:
294. Electrical Low Voltage Is the IC Call box Directory IP-based? Does it need
a data cable?

Answer: Provide data cable.

Question:
295. Electrical Low Voltage The first floor plans show a cable tray over the fire
rescue Dorm back to the IT closet. Do we include cable trays throughout the
other floors?

Answer: Cable tray is required on the 1st and 6th floor. Plan will be revised to show the
cable trade in 6th floor.

Question:
296. Electrical Low Voltage On the 6th floor floor plans, chamber room, it states
that the contractor will need to include AV system of at least 100k, is that a
requirement?

Answer: Yes, it is requirement and should be included as a separate line item. Due to
price scalation since time of design, allowance will be increase to $125, 000.

Question:

297. Electrical Low Voltage Regarding the MDF and IDF identification closets,it
is unclear if there are any closets on the plans for the 2nd through 5th floors. Are
these home run to different floors? This will affect the distance of all cables for
the CCTV, Card reader system and PC data connectivity.

Answer: IT room on first floor to serve only the Fire Station.
Question:
298. Electrical Low Voltage The 6th floor server room is the MDF, please

confirm if this is accurate.

Answer: Server Room on 6th Floor will serve the Village Hall and Police department. IT
room on first floor will serve the Fire Station.

Question:
299. Electrical Low Voltage Please confirm that the room shown on first floor,
designated as the IT room, serves as the first-floor IDF.

Answer: IT room on first floor to serve only the Fire Station.

Question:
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300. Electrical Low Voltage Page 908 describes the cabling types, connectors,
etc., for Divisions 27 and 28. Section 4.2 describes the jacks as Cat 5E, while
Section 5.2 on page 910 describes them as Cat 6. Can you confirm if CAT 6 is
being used for patch panels, jacks, and cabling?

Answer: Use CAT 7 as indicated on plans and requested by owner.

Question:
301. Electrical Low Voltage Is there a preferred cabling manufacturer?

Answer: Refer question to Village Hall IT Department.

Question:
302. Electrical Low Voltage Section 4.2 page 909 describes the quantity and
colors of the cables. All telecom jacks get four cables each. Please confirm if this
is accurate.

Answer: Each telecom jacks to receive 2 cables.

Question:
303. Electrical Low Voltage Regarding the cell and BDA public safety repeater
system, please confirm if a cell repeater system (DAS) is wanted? Also, would
they want to enhance the public Safety BDA system with First NET?

Answer: The only request for the village was to provide a BDA system for first
responders.

Question:
304. Electrical Low Voltage The access control system requires Kantech. Do
they have a preferred manufacturer for the CCTV? 06/08/26

Answer: Cameras will be installed by owner.

Question:
305. Electrical Low Voltage Are there any requirements for the type of cameras
internal or external? (Dome, bullet, 2- way or 3-way, full 360°, 180°)

Answer: Cameras will be installed by owner.

Question:

306. Electrical Low Voltage Sections 2.1 and 2.2 on page 912 describe that the
fire station requires a Kantech Access control system to match and integrate with
existing fire stations only. Is there a preferred manufacturer for the rest of the
public safety building or can it be a Kantech access control system? Also, do the
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access control systems between fire rescue and the rest of building be
separated?

Answer: Access control for the fire Station shall be Genetec. Refer to detail 1 on sheet
E504 labeled Fire Station Card Access Control System. Specs will be revised for
adding this system. This system shall be separated from the rest of the building. In
addition, there shall be a separate card access control system for the Village Hall and
another for the Police department. Refer to detail 3 on sheet E504 labeled Card Access
Control System. We have not objection if the contractor uses same manufacturer for the
3 separated systems.

Question:
307. Electrical Low Voltage There are no specific generator specs on the plans
or the specification book. Below is what is shown on the riser. Please provide a
more complete specification for the generator, fuel tank, day tank, enclosure, and
any other accessories.

Answer: 500kw, natural gas generator, Model # C500N6B by Cummins. Refer to sheet
E-404 for generator Specification Sheet.

Fuel type is natural gas -no fuel tank, or day tank are required. Generator is located
inside; enclosure is not required.

Question:
308. Electrical Low Voltage Sheet E-501 - Who is providing the UPS? It it's us,
there are no UPS specs. Please provide complete information if we are to
provide the UPS.

Answer: UPS to be provided by the contractor. UPS equal a 20 KVA, 208, 3PH, 4W, in/
out online, double conversion topology advance battery management, (2) X-Slot coom
by-pass, power xpert gateway card internal maintenance bypass switch 18 min /42 min
full / half load. (Model number 9355 by Eaton). Information will be also added to the
plans.

Question:
3009. Electrical Low Voltage Sheet E-501 — The Jockey pump is shown as being
fed from Switchboard DEP1. The panel schedule for Dep1 does not show any
circuit information for the jockey pump. Please clarify.

Answer: Jockey pump to be connected to Panel VHP, to a 3P/20A breaker. Plan will be
updated.

Question:



\\\lr,b

310. Electrical Low Voltage Sheet E-701 — DEP1 Panel schedule appears to be
missing information

Answer: Panel Schedule will be revised to include elevator panel.

Question:
311. Electrical Low Voltage Sheet E-501 and E-404 detail 1 — Switchboard
EMSBE is shown on the riser and on E-404 but there is no panel schedule or
specific specification.

Answer: Switchboard “EMSBE” is the name for the onboard paralleling gear. “DEP1”
and “DEPZ2” are the distribution sections. Electrical Riser was revised to provide
clarification. Switchboard Basis of design is Power Style QE-2 by Square- D. Panel
Schedules for the distribution sections will be added to the plans.

Question:
312. Low Voltage For Low voltage — There no wireless access points shown.
Please clarify.

Answer: Confirmed, there is no wireless access points.

Question:
313. Electrical Low Voltage Sheet E-501 — ATS#5 is shown on the riser but not
on the floor plans. Please clarify.

Answer: ATS # 5 is located on generator room. Refer to Enlarged plan on Sheet E-404.

Question:

314. Electrical Low Voltage Sheet E-501 — shows 2 different sizes for the
generators. The note for Generators 1 & 2 calls for 500kw. The notes on the
generator diagram on the riser call for 5000kw. Both generators show (1) 2000
amp breaker and (1) 500 amp breaker each feeding a 2000 amp main section of
Switchboard EMSBE (Mains #1 & 2). The generator at 500kw is undersized
because at 240V it will carry a load of 1,203 amps. The generator size should be
between 845kw and 1125kw depending on the EOR’s design. Please clarify.

Answer: Both generators are 500kw, there was a typo in the plans and it will be revised.
Refer to generator cut sheet on Sheet E-404. 500kw / 625 KVA, (0.8 power factor)
208V, 3ph, 4w, that will carry a full load of 1735 A.

Question:
315. Electrical Low Voltage Panel IT does not have a panel schedule. Please
clarify.
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Answer: Panel Schedule for the panel will be added to the plans. Provide a 3 phase
120/208V, 60 A MCB Panel.

Question:

316. Electrical Low Voltage In Section 281000, Part 2.2 of the specifications,
Kantech is listed as the required access control system. However, the System
Riser Drawing E-504 identifies the Fire Station card access control system as a
Genetec Security card access panel (LP-1502). As a result, the specifications
and drawings are not aligned. Additionally, this project specifies CAT7 cabling;
however, CAT7 is not a certified cabling standard in the United States. We would
recommend using CAT6A cabling instead. Please Clarify the Following items
1. Whether CAT6A cabling is acceptable in lieu of CAT7.

2. Which access control system they would like us to provide for the Fire
Station—Kantech or Genetec.

Answer: Cat 7 was requested by the owner.

Access control for the fire Station shall be Genetec. Refer to detail 1 on sheet E504
labeled Fire Station Card Access Control System. Specs will be revised for adding this
system. This system shall be separated from the rest of the building. In addition, there
shall be a separate card access control system for the Village Hall and another for the
Police department. Refer to detail 3 on sheet E504 labeled Card Access Control
System. We have not objection if the contractor uses same manufacturer for the 3
separated systems.

Question:
317. Electrical Low Voltage On the Riser Sheet (E-501) it says the utility
company is providing the generators and transfer switches. Can you confirm who
is providing the generators, automatic transfer switches, and the parallel gear?

Answer: Note on Sheet E-501 indicates “natural gas provided by the utility company”.
Generators, onboard paralleling gear and transfer switches are provided by contractor.

Question:
318. Electrical Low Voltage On the Systems Riser Sheet (E-503) shows a detail
for a wire-basket cable tray. Is there a cable tray route available for the 1st & 6th
RCP plans for us to quantify and accurately price?

Answer: Refer to Sheet E-208 for cable tray route on the 1st Floor. Layout of cable tray
for the 6th floor will be added to the plans.

Question:



A\'r ”»

319. Electrical Low Voltage On the Site Electrical Sheet (E-101) there are three
Type SH step lights that are without labels and circuits. Are these supposed to be
included on the site?

Answer: All light fixtures on electrical Sheet E-101 are to be included on the site. Please
clarify location of fixtures that are not labeled.

Question:

320. Architectural Please provide clarification regarding the proposed metal
facade and mechanical screen materials shown on the project drawings.
Specifically, we are requesting the following information:

1. Material type for the metal facade and mechanical screen (e.g., steel,
galvanized steel, aluminum, or other specified metal).
2. Material thickness/gauge and member sizes.
3. Finish requirements, including whether the material is:

oFactory painted

oField painted

oPowder coated

oGalvanized

oAnodized (if aluminum)

oOther specified finish
4.Any applicable coating systems, colors, or manufacturer requirements.
5. Details regarding corrosion protection and environmental exposure
requirements, if applicable.

Answer: Refer to the attached specification section 107114.

Question:
321. A-810, 087100 Please provide hardware sets for each metal and glass
door assembly.

Answer: Refer to response #2.

Question:

322. 88000 Risk category IV is noted, as is essential facilities, all exterior below
30ft AFF will be E-Missile, and all exterior above 30ft AFF will be D-Missile,
please confirm that is the intent and acceptable? As there is some conflicting
verbiage in the specifications.

Answer: The exterior system shall be the same throughout the building, refer to
response #120.
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Question:
323. 081416 indicates wood doors are to be painted but A-810 Door schedule
list door type C as a stained door. Please confirm all wood doors are to be paint
grade.

Answer: Stained.

Question:

324. Architectural Painting Finishes Finish Paint Type F P-1 lists Benjamin
Moore as the manufacturer; however, the remarks reference Sherwin-Williams
ProMar 200 / ProMar 400 Zero VOC products. Please confirm the intended
manufacturer and paint system to be used.

Answer: Basis of Design: Benjamin Moore. Refer to spec section 099100.

Question:

325. Architectural Painting Finishes The Finish Schedule indicates a Satin
finish; however, the specified Sherwin-Williams ProMar systems referenced in
the remarks are typically not available in Satin finish within the standard
economical product line. Please confirm if:

o} A true Satin finish is required, or
o} Sherwin-Williams ProMar 200 / 400 Egg-Shell finish may be used as the
acceptable equivalent.

Answer: Basis of Design: Benjamin Moore. Refer to spec section 099100. The desired
finish is Egg-Shell.

Question:
326. Architectural Door Hardware There are no hardware sets shown on the
door schedule nor in the specifications. Please provide required hardware sets.

Answer: Refer to response #2.

Question:
327. Architectural Door Schedule There are multiple doors indicated to be
hollow metal doors in aluminum frames (i.e. 625, 626, 627, C61A, C61B, etc.).
Please confirm if these should be hollow metal doors AND frames.

Answer: Refer to revised door schedule.

Question:

328. Architectural Ballistic Doors Ballistic doors PD600, PD602, and PD 603B
are listed as aluminum doors in hollow metal frames. These doors and frames
are normally sold as an assembly. Please indicate if they should be aluminum or
hollow metal assemblies.



A\'r ”»

Answer: Refer to revised door schedule.

Question:
329. Architectural Exterior Elevations Sheet A-301 is named "Exterior
Elevations (North & West) without Cladding" however, the drawing only has the
north elevation shown. Please provide the west elevation without cladding.

Answer: Elevation provided.

Question:

330. Architectural Curtain Wall On the ground floor, the curtain wall is shown as
18'8" without support behind it. The specified YKK system (YHC 300 OG
OUTSIDYHC-300 OG1PACT Curtain Wall) does not meet that height span at the
required design pressures. Please specify an alternate system or include mid-
span structural steel.

Answer: Answer: Refer to response #120.

Question:

331. Architectural Window System The Kawneer E-Missile/D-Missile 1630
system listed in the spec is only tested and approved with 1-5/16" insulated
laminated glass, laminated glass is specified. Can this be provided instead of
Viracon VRE1-597?

Answer: Refer to response #120.
Question:
332. Architectural Aluminum Doors Door FS100 is indicated as frameless
impact. Please indicate if this is correct.
Answer: Door shall be Full Frame Alum Glass door. Door type has been revised.
Question:
333. Plumbing Booster Pump Please provide the design conditions for the

domestic water booster pump.

Answer: Domestic water booster pump shall be rated 90 GPM@ 60 psi.

Question:
334. Electrical BDA/DAS Requirements Please provide the requirements for

the BDA/DAS system.
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Answer: The only request for the village was to provide a BDA system for first
responders. Refer to Sheet E-505 for BDA requirements.

Question:
335. Electrical Data Cabling The drawings indicated CAT 7 cabling for the
project on sheet E-503, however, the specification calls out CAT 6. Please
indicate which is correct.

Answer: Provided cable CAT7 as indicated on plans, and requested by owner

Question:
336. Electrical Data Cables to Desks How many cables are required at each

desk location, 1 or 2 cables?

Answer: 2 cables for desk location.

Question:
337. Electrical Data Cables in Floor Boxes How many data cables are required
at each floor box?

Answer: 2 cables at each floor box.

Question:
338. Electrical Data Cables Manufacturer Is there a preferred data cabling
manufacturer?

Answer: Refer question to Village Hall IT department.

Question:
3309. Electrical CCTV Head End Location Sheet E-504 illustrates the main
CCTV head end equipment inside the 6th floor Server Room.

Please confirm whether all CCTV devices throughout the entire building route
directly back to this location. If any CCTV devices terminate at local floor IT
rooms instead of the 6th floor, please provide the correct routing paths and
termination destinations.

Answer: That is correct, main head CCTV equipment is located on the 6th Floor.
Question:

340. Electrical Cable Termination Location On the 6th floor there is a server
room and an Electrical room in front of the elevators, is that the MDF room where
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all cables both fiber riser cable and data cables will terminate? If not, please
provide location.

Answer: Server Room in the 6th Floor will serving the village hall and police department.
IT Room on first floor serves the fire station.

Question:
341. Electrical Fiber Strand Count If fiber cables will be feeding each floor back
to the 6th floor and terminated on a fiber patch panel, what fiber strand count is
required? (6-strand, 12-strand, 24-strand)?

Answer: Refer question to the Village Hall IT department.

Question:
342. Electrical IC Call Box Is the IC Call box Directory IP-based? |s a data
cable required?

Answer: Provide a data cable.

Question:

343. Electrical Missing Panel Information There are discrepancies between the
riser diagram and the generator room detail regarding the configuration of the
emergency switchboards DEP1 and DEP2. These are not shown on the riser
diagram, instead there is one combined switchboard “EMSBE”. DEP2 is also not
shown on the panel schedules, nor is EMSBE. Please provide clarification as to
the intended configuration of the emergency switchboards.

Answer: Switchboard “EMSBE” is the name for the onboard paralleling gear. “DEP1”
and “DEP2” are the distribution sections. Electrical Riser was revised to provide
clarification. Switchboard Basis of design is Power Style QE-2 by Square- D. Panel
Schedules for the distribution sections will be added to the plans.

Question:
344. Electrical CCTV Manufacturer Is there a preferred manufacturer for the
CCTV?

Answer: Cameras will be provided by owner

Question:
345. Electrical Camera Specifications Are there any requirements for the type

of cameras internal or external? (Dome, bullet, 2-way or 3-way, full 360°, 180°)

Answer: Cameras will be provided by owner
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Question:
346. Electrical IDF Room Location Please confirm that the first floor,

designated as the IT room, serves as the first-floor IDF.

Answer: Server Room in the 6th Floor will serving the village hall and police department.
IT Room on first floor serves the fire station.

Question:
347. Electrical Cable Tray System Riser on Sheet E-503 has (4) total callouts

for 12" W X 2" H Wire Basket Cable Trays,

* (2) on the Level 1 and

* (2) on the Level 6.

However, ONLY (1) of (4) the Cable Trays appear on the plans, specifically, only
the Cable Tray by the Fire Station IT room on Level 1 appear on the plans.
Kindly confirm if the missing (3) of (4) Cable Trays are indeed part of the project.
If they are part of the project:

* Provide a callout for measurement purposes

» Confirm that they will also be according to the cable tray detail provided on
Detail #2 Sheet E-503 adjacent to the System Riser

Answer: Cable tray is required on the 1st and 6th floor. Plans will be revised to show the
cable tray in 6th floor.Confirmed that detail #2 on Sheet E-503 is correct.

Question:
348. Electrical Fire Station Access Controls In Section 281000, Part 2.2 of the

specifications, Kantech is listed as the required access control system. However,
the System Riser Drawing E-504 identifies the Fire Station card access control
system as a Genetec Security card access panel (LP-1502). Which is correct?

Answer: Access control for the fire Station shall be Genetec. Refer to detail 1 on sheet
E504 labeled Fire Station Card Access Control System. Specs will be revised for
adding this system.

Question:
349. Electrical City Hall/Police Access Controls Specifications describe that the

fire station requires a Kantech Access control system to match and integrate with
existing fire stations only. Is there a preferred manufacturer for the rest of the
public safety building or can it be a Kantech access control system? Also, do the
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access control systems between fire rescue and the rest of building be
separated?

Answer: Access control for the fire Station shall be Genetec. Refer to detail 1 on sheet
E504 labeled Fire Station Card Access Control System. Specs will be revised for
adding this system. This system shall be separated from the rest of the building. In
addition, there shall be a separate card access control system for the Village Hall and
another for the Police department. Refer to detail 3 on sheet E504 labeled Card Access
Control System. We have not objection if the contractor uses same manufacturer for the
3 separated systems.

Question:
350. Architectural Missing Door Type Door ST-103B is called out as type "HH"

AL/GL but there is no elevation of HH. Please indicate which type of door is
required or provide an elevation of type HH.

Answer: Revised door type to “D”, refer to revised door schedule.

WAQuestion:
351. Architectural Interior Windows Are the interior windows, IW-1, IW-2, and

IW-5 to IW-7 hollow metal or aluminum windows? Please advise.

Answer: Aluminum frame — clear anodized finish.

Question:
352. Architectural Interior Doors On the 6th floor, adjacent to the Chief of Police

office there is a corridor door that is not identified on the floor plan or door
schedule. Please provide details for this door.

Answer: Door tag added to A-106 and A-810.

Question:
353. Electrical Generator Specification Please provide a complete generator

specification; information on the riser diagram is the only information provided.

Answer: 500kw, natural gas generator, Model # C500N6B by Cummins. Refer to
Specification Sheet on Sheet E-404.

Question:
354.
e Form 3: Maximum Guaranteed Price Proposal and Schedule of Values
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e Exhibit A: Modified AIA A102 Contract for Construction and A201 General
Conditions

e Exhibit C: Development Agreement between Miami-Dade County and North Bay
Village

Answer: Form 3 will be available soon. Exhibits A and C have been uploaded to
DemandStar

Question:
355. Page 16 of the RFP states: “All subcontractors must be properly licensed,

insured, may not subcontract more than 25% of any portion of this contract for
any reason...”

Please clarify whether the intent of this provision is:

a. To limit each subcontractor from subcontracting more than 25% of its
awarded scope to lower-tier subcontractors; or

b. To limit the Proposer/Prime Contractor from subcontracting more than 25% of
the overall contract value; or

c. To require that no single subcontract may exceed 25% of the total project
value.

Answer: The intent of this provision is to limit each subcontractor from subcontracting
more than 25% of its awarded scope to lower-tier subcontractors

Question:
356. There are several documents referenced within the RFP document as

attachments, but they were not included in the package. Can the following items
be provided:

a. Form 3: Maximum Guaranteed Price Proposal and Schedule of Values

b. Exhibit A: Modified AIAA102 Contract for Construction and A201 General
Conditions

c. Exhibit C: Development Agreement between Miami-Dade County and North
Bay Village

Answer: Form 3 will be available soon. Exhibits A and C have been uploaded to
DemandStar



